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ABSTRACT 


Emotion recognition using the electroencephalogram (EEG) has attained great atten- 
tion in the arena of human-computer interaction (HCI) due to the existence of variations in 
neural activities at different types of emotions. In this thesis, an automatic emotion recogni- 
tion scheme is proposed multi-channel EEG signal that can discriminate between different 
classes of emotions and select some significant channels that are mostly responsible for the 
elicitation of emotions. The main theme of the proposed method is to classify emotions 
with deep neural architectures with the raw EEG data or the extracted features from it. The 
baseline of the EEG signal is excluded from the recorded data in the pre-processing stage 
to obtain the raw EEG signal relevant to emotion elicitation in response to the audio-visual 
stimuli. The baseline excluded raw EEG signal is divided into multiple segments to increase 
the number of EEG trials and combining all the channel information of an EEG trial, the ob- 
tained 2D matrix is applied to the proposed deep neural architecture. The proposed network 
with its channel attention mechanism offers satisfactory classification performance. As the 
spectral information provides salient information regarding different emotional states, the 
EEG trial signals are decomposed into several sub-bands and 3D frames are formed com- 
bining the temporal and spectral information of the available channels. The frame contains 
significant information that eventually provides superior classification performance. In ad- 
dition, EEG signals are also analyzed in the time-frequency domain, where the multi-level 
discrete wavelet transform (DWT) coefficients or the extracted feature from the continu- 
ous wavelet transform (CWT) domain is considered. For a given channel of EEG data, 
each CWT coefficient from different scales is mapped into a corresponding strength-to- 
entropy component ratio (SECR) plane to obtain a 2D feature matrix, namely CEF2D. In 
order to reduce the computational complexity, effective channels and CWT scale selection 
schemes are proposed based on the energy-to-entropy ratio in the CWT domain. Extensive 
experimentation is carried out on a publicly available emotion (DEAP) dataset and very sat- 
isfactory classification performance is obtained for valence and arousal types of emotions 


both in 3-class and 2-class scenarios. 
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Chapter 1 
Introduction 


Human emotion is a complex psychophysiological phenomenon, and it is widely associated 
with the cognition, perception, reasoning and intelligence level of human being [1]. An individ- 
ual can understand the emotional state of other persons through words, voice intonation, facial 
expressions and body language. In recent years, human emotion analysis has played a crucial 
role in analyzing mental states and cognitive functions which helps physically and mentally 
impaired people to express themselves using brain-computer interfaces [2]. Brain-computer 
interfaces allow users to monitor and control the activity of the computer using the responses 
of their brain and the acquired brain signals are relayed to output devices to perform desired 
tasks [3]. 


1.1 Theories of Basic Emotions 


Emotions play a pivotal role in the evolution of consciousness and neurobiological development. 
The psychiatric and neuroscientific research on emotion analysis posit that human beings are 
endowed with a small set of fundamental emotions by nature. Other complex emotions are the 
derivatives of the basic emotions. A discrete and independent neural system subserves every 
emotion that is considered having evolved through their adaptive values in dealing with life 
tasks. Emotions can be viewed as an internal neural activity that drives the behaviour and 
responses depending on different external stimuli. Different affective states share a common 
characteristics like short duration, rapid onset, unbidden occurence, coherence among responses 
etc [4]. Different emotional states are the combination of physiological arousal, psychological 


appraisal which influence an individual to respond to different states. 


1.2, VALENCE-AROUSAL MODEL 
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Figure 1.1: Representation of different types of emotions in two-dimensional valence-arousal 
space 


1.2 Valence-Arousal Model 


A two-dimensional circumplex valence-arousal (V-A) model is most widely used to quantify 
the emotional states [5]. Human emotions can be conceptualized in a two-dimensional circular 
space where valence represents horizontal axis and arousal represents vertical axis. In psycho- 
logical terms, valence and arousal are associated with stimulus. Valence is an affective quality 
that refers to how an emotion is positive or negative, ranging from unpleasantness to happiness. 
On the other hand, arousal denotes the intensity of emotion. A hypothetical 2D valence-arousal 


model is illustrated in Figure 1.1. 


1.3 Analysis of EEG Signal 


Electroencephalography (EEG) is an efficient modality of medical imaging which helps to ac- 
quire the brain signal from different regions of the brain. EEG signal is obtained by placing 
electrodes on the surface of the brain. Human brain consists of millions of neurons which are 
playing a vital role to control the emotions, behaviour of human beings in response to different 
internal or external motor stimuli. Since the neurons act as information carriers, neural stimuli 
help to analyze the cognitive and mental states. Hence, the analysis of EEG signal in the context 


of emotion recognition has attained a widespread popularity among the researchers. 


1.3. ANALYSIS OF EEG SIGNAL 


1.3.1 Source of EEG signal 


Electroencephalogram (EEG) is a physiological method to record the potential difference be- 
tween two electrodes placed at different cerebral locations of the brain. The EEG signal is 
associated with the neural activity where the neurons in the human cortex process the informa- 
tion by means of electrical signals. Large cortical pyramidal neurons in deep cortical layers 


play a pivotal role in the generation of EEG signal. 


1.3.2 10-20 electrode system 


The 10 — 20 electrode placement system is an internationally recognized method that is used 
to describe the position and location of EEG electrodes. The 10 — 20 system is based on the 
relationship between the location of the electrodes and the underlying area of the brain. In this 
system, the ”10” and ”20” refers to the actual distance between the adjacent electrodes which 
are either 10% or 20% of the total front-back or right-left distances of the skull. 

In this measurement system, specific anatomical landmarks are used where the letters F, T, C, 
P, O denotes the frontal, temporal, central, parietal and occipital lobes respectively. Fp” stands 
for ’Front Polar”. Even numbers (2, 4, 6, 8) refer to the right hemisphere and odd numbers (1, 
3, 0, 7) refer to the left hemisphere of the brain. In addition to this, there are also (Z) sites that 
refers to the midline sagittal plane of the skull. The smaller the number, the closer its position 


to the midline. 


1.3.3. Band Analysis of EEG Signal 


It is crucial to investigate the frequency bands of the electroencephalogram in order to find 
the characteristics of the brain wave associated with different physical and mental states of 
the human beings. In this regard, different frequency sub-bands are prevalent in EEG signal 
analysis by defining different spectral thresholds. The brain signal in the order of lowest to 


highest frequency range is given as follows: delta(d), theta(@), alpha(a), beta(3) and gamma(y). 


Delta wave 


Delta waves are mostly associated with deep level of sleep and relaxation. The frequency range 
of the delta wave is 0.5-3.5 Hz. EEG delta waves are high-amplitude brain waves and are mostly 
associated with deep sleep stages. It is the slowest recorded brain wave in human beings and 
most commonly found in young children. Along with the sleep and dreaming stages, delta 


bands are also prominent in cognitive processing especially in event related studies. 


1.3. ANALYSIS OF EEG SIGNAL 


Figure 1.2: Electrode placement according to the 10-20 system 


Theta wave 


Theta oscillations are prevalent in various cortical structures, but mostly prominent in hip- 
pocampus. Since they are present when once in a trance or hypnotic state, these waves are 
also known as ’suggestible waves’. In humans, hippocampal 6 rhythm is prevalent during active 
REM sleep. The frequency range of wave lies in between 3.5-7.5 Hz. In adults, theta bands 
are mostly observed during the transition from wakefulness to sleep. At the awaken states, 6- 
band power is associated with different cognitive functioning and memory related tasks. 

High level theta waves are related with ADHD and impulsive activity. On the other hand, low 


level theta rhythm is associated with anxiety and higher stress levels. 


1.4. LITERATURE REVIEW 


Alpha wave 


Alpha oscillation is predominantly recorded from the occipital lobes at fully awaken states or 
wakeful relaxation with closed eyes. The waves are reduced with drowsiness and sleep. The a 
rhythm plays a vital role in network coordination and communication. The frequency range of 
the alpha band most prominently lies in between 7.5-13 Hz. The a rhythm can reflect a lot of 
cognitive information of the human body. Alpha waves are known to be the ’frequency bridge’ 


between our conscious and sub-conscious thinking. 


Beta wave 


Beta waves (() are most commonly observed at our awaken state and involved in conscious 
thoughts and logical thinking. Prominence of beta wave results in anxiety, high arousal and 
stress. On the other hand, suppression of beta wave results in attention deficit hyperactivity 
disorder (ADHD), depression, daydreaming. In optimal condition, beta rhythm is associated 
with conscious thoughts, focus, memory. The frequency range of beta wave lies in between 13- 
30 Hz. The entire range of beta waves can be broadly classified into three groups namely low 
beta (13-15 Hz), mid-range beta(15-20 Hz), high beta (18-30 Hz) waves. Low beta waves are 
mostly associated with quiet and focused concentration. Mid-range beta waves are responsible 
for anxiety and performance. High beta waves have significant relations with stress, anxiety, 


paranoia and high energy. 


Gamma wave 


Gamma waves (7) are considered to be the fastest oscillation among all brain waves (> 30 
Hz). High gamma activity is involved in attention, working memory and long-term memory 
process. Gamma waves are found to be responsible for psychiatric disorder, hallucination and 
epilepsy. Along with that, the rhythm acts as a binding tool to process complex information 
and cognitive functions. More recently, A strong link is found between meditation and gamma 


waves. Different band frequency waves are illustrated in Figure 1.3. 


1.4 Literature Review 


In the domain of affective computing, data of different modalities are used like speech sig- 
nal, facial expression, electrocardiogram (ECG), electroencephalogram (EEG), electromyo- 
gram (EMG), and galvanic skin response [6-9]. Considering the fact that neural stimulation 
drives all physiological activities of a human body, among different signals, EEG signal is 
widely used to detect emotion [10, 11], which is obtained by placing electrodes on the scalp. 


1.4. LITERATURE REVIEW 


Traditional machine learning-based emotion recognition methods extract hand-crafted features 
from the given EEG signal in time, frequency or time-frequency domain, and then utilize the 
features in different supervised classifiers [12-15]. 

In [12], different time-domain features, such as short-time energy, activity, mobility and com- 
plexity are used in support vector machine (SVM) classifier to classify emotion. In [13], discrete 
wavelet transform (DWT) coefficients are utilized as features in SVM classifiers. Different de- 
composition techniques are also applied to EEG signals prior to feature extraction. In their 
work, 10-channel EEG signal is used and higher frequency band (7 band) is reported to obtain 
better classification accuracy compared to lower frequency bands. 

In [14] and [15], EEG signal is decomposed into intrinsic mode functions (IMFs) employ- 
ing empirical mode decomposition (EMD), and different features are extracted from the IMFs. 
In [14], multivariate extension of EMD is proposed for feature extraction purposes and power 
ratio, power spectral density, entropy, Hjorth parameters and correlation are extracted from 
multichannel IMFS. In [15], features are extracted from the second-order difference plot of the 
IMFs. The extracted features are utilized to classify emotion with a support vector machine 
(SVM) and 2-hidden layer multi-layer perceptron (MLP). 

In [16], an experiment is conducted on a self recorded dataset and features are extracted in 
time-domain, frequency-domain and time-frequency domain. The acquired features are com- 
pared employing different machine learning techniques and significant features are selected for 
the purpose of emotion recognition. 

In [17], linear-frequency cepstral co-efficients (LFCC) feature are extracted from raw EEG sig- 
nal using pre-trained ResNets and k-nearest neighbor (KNN) classifier is employed to classify 
emotion. In their study, two channels namely FP1 and C4 are selected based on the largest 
average sample entropy information and features obtained from two channels and ResNet-50s 
are fused to evaluate the performance of emotion recognition. 

In [18], multi-channel information of EEG is exploited by forming 2D frame sequences. The 
frame sequences are considered to capture the spatial position relationship among different 
channels. In their work, a classification model is constructed using the deep forest and the con- 
structed frames are fed as inputs to the model. 

In recent years, different deep learning-based frameworks have been proposed for emotion 
recognition, where the EEG signal or extracted features from it are used as the input to the 
neural network. 

In [19], EEG signal is divided into five frequency sub-bands using dual tree complex wavelet 
transform (DT-CWT) and features are extracted from time, frequency and non-linear analysis. 
The extracted features from the band-limited signals are used in a simple recurrent unit network 
to classify emotions. In their work, different ensembling strategies are used to improve the per- 
formance of emotion recognition. 

The method proposed in [20] utilizes differential entropy feature and deep belief networks to 


categorize emotion. Four different profiles of 4, 6, 9 and 12 channels are selected in their study 


1.5. DATASET USED 


to compare the performance with the original 62 channels. The computational time and training 
process of this technique are lengthy enough to apply for practical applications. 

In [21], the spectral power is extracted from the frequency bands (0, 6, a, 3, y) of the raw 
EEG signal and used as an input to a 1D deep neural network. Here an augmentation technique 
is employed to address the class imbalance problem, which strongly dictates the classification 
performance. 

In [22], different conventional pre-trained deep learning networks (AlexNet, VGG16, ResNet50, 
SqueezeNet, MobileNetV2) are used to extract features from continuous wavelet transform 
(CWT) based scalogram images and then SVM classifier is applied to classify the emotion. 

In [23], a long short-term memory (LSTM) based graph convolutional neural network (GCNN) 
is proposed, and differential entropy feature is extracted to classify emotion. Multiple GCNNs 
are constructed parallelly to extract graph domain information from a feature cube and LSTM 
cells are utilized to memorize the change of relationship between two channels. 

The method proposed in [24] incorporates a stacked bi-directional Long Short-Term Memory 
(Bi-LSTM) network to classify emotion. In their work, statistical features, wavelet features and 
Hurst exponent are extracted from EEG data where the feature selection process is performed 
by the Binary Gray Wolf Optimizer. 

In [25], Pearson correlation coefficient (PCC) featured images are generated, and channel cor- 
relation of EEG sub-bands namely a, { and ¥ are used to classify emotion with a deep neural 
network. The dimensions of the PCC featured images are reduced to lower the computational 
complexity involved in the process. 

In [26], an LSTM network with channel attention autoencoder is proposed in the context of 
emotion recognition. The attention network is described to highlight the segments of the EEG 
signal that will contribute to the emotion recognition. 

It is to be noted that most of the methods available in the literature consider EEG signals ob- 
tained from all the channels. However, in the case of emotion recognition, not all the channels 
necessarily contribute equally [27]. Hence, a deep neural network-based scheme utilizing an 
efficient feature which not only offers a better classification performance but also helps in re- 


ducing the number of channels is still in great demand. 


1.5 Dataset Used 


In this paper, a publicly avaiable widely used DEAP dataset [28] is chosen for demonstrat- 
ing the experimental results. The dataset contains 32 channel EEG signals as well as other 
physiological signals of 8 channels (EOG, EMG, GSR) of 32 participants while watching 40 
one-minute-long excerpts of music videos. After watching, the participants rated each video in 
terms of the labels of valence, arousal, dominance and liking using self-assessment mannequins 


(SAM) on a 9-point scale. In our experiment, we consider valence and arousal dimensions as 


1.6. OBJECTIVES AND SCOPE 
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Figure 1.3: Different frequency bands of the EEG signal 


emotion evaluation criteria. 

The original signal was recorded at a frequency of 512 Hz. In the pre-processing stage of the 
dataset preparation, the data were downsampled to 128 Hz and a bandpass filter with 4— 45.0 Hz 
frequency range was applied after removing the electrooculogram (EOG) artefacts of the EEG 
signal. Each subject file in DEAP dataset contains two arrays and the description is summarized 
in Table 1.1 


Table 1.1: Summary of DEAP dataset 


Array name | Array shape Array content 
Data 40 x 40 x 8064 video/trial x channel x data 
Labels 40 x 4 video/trial x label (valence, arousal, dominance , liking) 


1.6 Objectives and Scope 


The objectives of the thesis are: 


1.7. ORGANIZATION OF THE THESIS 


Arousal 


Figure 1.4: Distribution of valence and arousal scores of DEAP dataset 


1. To develop different deep neural architectures and analyze the effects of attention mech- 


anism, sequence learning in the context of emotion recognition. 


NO 


. To develop a frequency sub-frame-based approach to analyze the effects of the frequency 
domain or the extracted power in the frequency domain. 


ies) 


. To investigate the performance of the emotion recognition scheme in time-frequency do- 


main. 
4. To select significant channels in the context of emotion recognition. 


5. To validate the effectiveness of the proposed approach using a publicly available emotion 
(DEAP) dataset. 


1.7 Organization of the Thesis 


In the first chapter, the basic theories of emotions and a two-dimensional model to describe 
different emotional states are described. The reason behind the analysis of EEG signal for the 
purpose of emotion recognition is also analyzed in the chapter. Moreover, the chapter provides 
the motivation and objectives of the thesis by presenting the past and present researches on 
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emotion recognition. Furthermore, the importance of selecting the EEG channels in the context 
of emotion recognition is also discussed in the chapter. The rest of the thesis is organized as 
follows. 

In chapter 2, different deep neural architectures are proposed for the purpose of emotion recog- 
nition from multi-channel raw EEG data. The baseline of the EEG data is removed to obtain 
more relevant information in response to different audio-visual stimuli. The baseline excluded 
raw signals are divided into several non-overlapping segments to increase the total number of 
EEG trials and each trial is applied to deep neural architectures to categorize different classes of 
emotions. Along with CNN-based deep neural architecture, long short term memory (LSTM), 
bidirectional long short term memory (Bi-LSTM) based networks are also discussed to analyze 
the temporal dependencies of the EEG signal. The significant effects of attention mechanism 
i.e, channel-wise attention and multi-head attention are also explored in the chapter. Detailed 
analysis and experimentations are carried out on a publicly available DEAP dataset. 

In chapter 3, the effects of different frequency bands and the spectral power are investigated for 
the purpose of emotion recognition. The EEG signals are decomposed into several sub-bands 
and the temporal and frequency band information of all channels are considered in 3D frame. 
The obtained frame is then fed into a deep neural network to classify emotion. In case of spec- 
tral power-based analysis, the decomposed sub-band are divided into non overlapping segments 
for the purpose of increasing EEG trials and spectral power is extracted from each trial signal. 
The feature vectors obtained from all frequency band signals are combined to a final 1D feature 
vector which is applied to a 1D CNN for emotion classification. Detail experimental result are 
presented for the same dataset. 

In chapter 4, EEG signals are analyzed in time-frequency domain to classify emotions. Like 
chapter 2 and 3, all transformations are applied to the baseline excluded raw EEG signal. The 
transformed signal frame in DWT domain or the extracted strength-to-entropy component ratio 
(SECR) feature from the EEG trial signal in CWT domain are applied to a deep neural network 
for the purpose of emotion classification. Detail experimentation are carried out considering the 
same dataset. 

In chapter 5, a thorough analysis is performed on channel and scale selection process. In order 
to reduce the data storage and computational complexity associated with the CWT process, an 
efficient scheme is designed in CWT domain where some significant channels and a range of 
scales are selected based on higher energy-to-entropy ratio (EER) value. The selected channels 
and scales exhibit superior performance compared to other channels and range of scales. 
Chapter 6 summarizes the outcomes of the thesis with some concluding remarks and possible 


future works. 
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Chapter 2 


Emotion Recognition with Different 
Neural Architectures Using Raw EEG 
Signal 


In this chapter, an automatic approach of emotion recognition is proposed with deep neural 
architecture utilizing multi-channel raw EEG data. Since EEG data contain rich spatial and 
temporal information, neural network maps significant feature exploiting the details from the 
signal. Firstly, after taking the baseline excluded raw EEG signal, the full signal is windowed 
to maintain the stationarity constraint and to increase the total number of EEG trials. After that, 
a 2D matrix is constructed combining the information of all available channels. Finally, the 2D 
frame is applied to a deep neural network to categorize different classes of emotions. In order 
to extract the inter-channel relationship among different EEG channels, an efficient scheme of 


grouping of EEG channels is designed in the study. 


In the first section, the test EEG trial is directly fed into a CNN-based neural architecture to 
extract an efficient feature vector that is subsequently applied to a dense classifier to perform 
the classification task. In addition to this, the contribution of channel-wise attention block is 
also observed for the purpose of emotion recognition. 

In the subsequent part of the chapter, a long short-term memory (LSTM) based deep neural net- 
work is introduced to capture the temporal information of the EEG signal and exploit the details 
to classify emotions. Along with this, the effects of both channel-wise attention and multi-head 


self-attention blocks with the LSTM based architecture are also explored in the section. 
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Figure 2.1: Proposed CNN-based methodology 


2.1 CNN-Based Deep Neural Network 


2.1.1 Proposed Method 


The significant steps involved in the proposed method are presented in Figure 2.1, which include 
grouping of EEG channels, pre-processing and windowing, CNN-based deep feature extraction 
with channel-wise attention mechanism and classification with the dense classifier. Firstly, 
after grouping the EEG channels in an orderly manner, the baseline of the raw EEG signal is 
removed. In order to maintain the stationarity constraint and increase the total number of EEG 
trials, the baseline excluded raw data are windowed with a proper frame length. Subsequently, 
channel-wise attention is applied to each sorted EEG channel to assign a specific amount of 
weight and then each EEG trial is employed as the input to a CNN-based neural architecture to 
extract deep features of the EEG signal. The extracted deep features are then fed into a dense 
classifier to categorize different classes of emotions. Since the features inherit characteristic 
information of the EEG signal, they are effective in representing the varying neural activities 
caused by different emotional states. In order to highlight the inter-channel relationship among 
different EEG channels, a thorough analysis is performed considering the spatial positions of 
the channels on the scalp and an efficient grouping scheme is designed. In the classification 
stage, both valence and arousal dimensions are classified into binary classes (high and low). In 
what follows, the steps involved in the proposed method are illustrated in detail. 


2.1.2 Grouping of EEG Channels 


The spatial location of the scalp electrodes plays a key role in the formation of EEG channels. 
Different regions of the brain (frontal, parietal, temporal, occipital) tend to be informative at 
the event of a particular activity. In this context, channel-based analysis is widely popular in 
the study of EEG signal [29]. In view of incorporating the channel information with respect to 
elicition of different emotions, an efficient grouping scheme of EEG channels is presented in 
the proposed study. 

In the proposed method, the raw EEG signal from each channel is mapped based on the spatial 
information of the EEG electrodes on the scalp. In this regard, starting from the frontal region to 
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Hemisphere Hemisphere 


Figure 2.2: The location of left, right and midline hemispheric EEG channels by considering a 
mirror in the midline 
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the occipital region of the hemisphere, the available left, right and midline-sagittal hemispheric 
EEG channels are symmetrically organized considering a mirror in the midline-sagittal plane 
of the hemisphere, which is illustrated in Figure 2.2. The channels on the left and right hemi- 
spheres are separated by considering the mirror method and those on the midline-sagittal plane 
are included in both hemispheres. As a result, the initial channels are arranged using spatial in- 
formation on the scalp. The organized channels name with the newly assigned channel number 


is shown in Table 2.1. 


Table 2.1: Organized channels (using the proposed mirror method) 


Left hemispheric channels | Right hemispheric channels 
Channel Number | Channel | Channel Number | Channel 


After oeore Before 
01 FP1 17 FP2 
02 ans AFA 
03 21 19 Fz 
05 04 F7 23 21 F8 
06 06 FC1 24 23 FC2 
07 05 FC5 25 22 FC6 
08 24 Cz 26 24 Cz 
09 07 C3 27 25 C4 
10 08 T7 28 26 T8 
il cP2 
12 09 CP5 30 27 CP6 
13 16 Pz 31 16 Pz 
14 11 P3 32 29 P4 
15 12 P7 33 30 P8 
16 13 PO3 34 31 PO4 
17 15 Oz 35 15 Oz 
18 14 Ol 36 32 O2 
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Figure 2.3: The baseline-included and the baseline-excluded raw EEG trial signal 


2.1.3 Pre-processing and Windowing 


Pre-processing stage of the proposed method includes exclusion of baseline signal. Let Xp = 
[Xp, Xz] € R”*% be the recorded EEG signals with F Hz sampling frequency, where M is 
the total number of EEG channels after employing the channel grouping mechanism and JN is 
the length of the EEG data. In addition, Xg € R™~¥ indicates the baseline data where L is 
total number of sampling points of the baseline signal, X;(i = 1,2,...,4) € R™”*” denotes 
the 7-th second baseline signal. Let Xp € R”“** denotes the mean value of the baseline signal 


per-second which can be calculated as 


neo F a 
X= —S > X. (2.1) 


Moreover, Xp; € R™“*/ 


refers to the baseline included raw EEG signal, where J denotes its 
length. In order to remove the baseline signal, Xz is segmented into several slices X;(j = 
ee <) € R™** with a one-second non-overlapping sliding window, and the baseline 


excluded segments of the raw EEG signal can be extracted as 
Xi, = Xj — Xp. (2.2) 


Following the extraction of the baseline-excluded one-second non-overlapping slices of the raw 
EEG signal, they are concatenated into a new matrix X, that follows the same shape as Xz. 
The one-second slice of the raw EEG signal with and without the baseline part is displayed in 


Figure 2.3. 


In order to maintain the stationarity constraint and increase the total number of trials to perform 
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Figure 2.4: The proposed channel-wise attention mechanism 


the task of emotion recognition, the given baseline excluded EEG signal (Xr) is segmented 
into several small frames using a proper non-overlapping window. The trial signal Xw = 
[Xh.7,X2,7,...,XM"]P © R™* is obtained from Xp, where Xi,(i = 1,2,...,M) € 
R'*' represents the trial signal at the i-th EEG channel and Xw is assigned the same emotion 
label as X. For the non-overlapping window, the total number of trials obtained from a given 


Xp will be a, where W denotes the window length. 


2.1.4 Channel-Wise Attention (CA) 


The human attention mechanism can utilize a sequence of partial glimpses and selectively focus 
on the main parts to better capture a visual structure [30]. Inspired by this nature in other vision 
tasks [31] [32], the spatial attention mechanism is employed to distribute the significance of 
EEG channels. Channel-wise attention can extract more detailed information about channels 
with the change of the weights among different channels by exploring the information on the 
feature map. Therefore, the channel-wise attention mechanism can be used to exploit inter- 
dependencies between EEG channels. In addition, it is trainable with CNNs, and it can be 
integrated into CNN architectures to explore the importance of the channels of EEG signals [33]. 
As a result, a CNN can extract more discriminative spatial information because multichannel 
EEG signals contain spatial information via channels. 

In order to extract the discriminative spatial information via channels, the proposed method 
comprises the channel-wise attention mechanism. The structure of the proposed channel-wise 
attention mechanism is shown in Figure 2.1.4, where the adaptive attention mechanism in a 
channel-wise manner in the EEG signals is implemented. The different channels may contain 
redundant or less relevant information and so the significance needs to be distributed artificially 
among the different channels of multichannel EEG signals. Consequently, the information of all 


channels can be considered and assigned weights adaptively to different channels based on their 
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Figure 2.5: Workflow of the proposed CNN-based model with the dense classifier 


importance. In this framework, Xyw = x, yaa sae xr represents EEG trial signal 
and Xt,,(i = 1,2,...,M) € R'™** denotes the i-th channel of EEG trial, and M is the total 
number of channels of each trial. Firstly, mean pooling for each channel of the EEG sample is 
applied to obtain channel-wise statistics, which can be shown as Xw = [Xd,, X7,,..., XM ]7 

R™™', and where Xi,,(i = 1,2,...,/) is the mean of the i-th channel. In this proposed 
mechanism, the channel-wise attention block adopts two fully-connected (FC) layers around the 
non-linearity, i.e., a dimensionality-reduction layer with parameter W, and bias terms b; with 
reduction ratio r and tanh function as the activation function, and a dimensionality increasing 
layer with parameter VW». and bias terms bz and softmax function as the activation function. The 


FC layers of the channel-wise attention mechanism are expressed as 
Xiy = softmar(Wy, - (tanh(W, - Xw + bi) + by), (2.3) 


where the softmax function transforms the importance of channels to probability distribution 


/ 2t T 
w = [P1,P2,---,Pm] 
Finally, the probability is considered as the weight to recode the information of the trial EEG 


€ R™“~!, which represents the significance of different channels. 


signal in each channel and the i-th (¢ = 1,2,...,/) attentive channel feature is extracted. 
Consequently, X4 = [X4",X3",...,X¥7]? € R“* represents the trial EEG signal with a 
channel-wise attention, where X', = Xi, -p; € RY", (i = 1,2,..., M). 


2.1.5 CNN-Based Deep Feature Extraction and Binary Classification Us- 


ing the Dense Classifier 


The raw EEG signal in the form of a 2D time-series data, contains the spatial and temporal 
information for emotion recognition task. The brain activity changes from time to time and these 


temporal features can be reflected in the time dimension [34], whereas the activation patterns 
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Figure 2.6: Architecture of the proposed Frequency Band Information (FBI) block 


of the neurons across different functional areas due to the different locations of the brain can be 
extracted via the spatial dimension [35]. Hence, in the proposed CNN-based model to extract 
more extensive and informative features in the EEG signal’s temporal and spatial dimensions, 
a frequency band information (FBI) block and an inter-channel relation (ICR) block are used 


respectively. The proposed CNN-based model with the dense classifier is depicted in Figure 2.5. 


Frequency Band Information (FBI) Block 


The time dimension contains five frequency bands which are delta (0.5 — 3.5 Hz), theta (3.5 — 
7.5 Hz), alpha (7.5 — 13 Hz), beta (13 — 30 Hz) and gamma (30 — 50 Hz). According to 
some studies, d and 6 waves are mostly associated with deep sleep, relaxation and they are 
less relevant to the cognitive tasks of the human brain [36]. On the other hand, a, 6 and y 
waves are dominant in the cases of information processing, conscious thoughts, learning and 
emotional tasks. As y wave contains high-frequency bands, they are involved in the processing 
of multi-dimensional complex tasks [37]. Hence, the a and § waves are expected to capture 
different emotional states better than the y wave. As a result, in the proposed method, the a 
and the (@ band signals are considered to extract the temporal information from the raw EEG 


signal. Furthermore, in the proposed CNN architecture, the FBI block is considered to pull out 
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Figure 2.7: Architecture of the proposed Inter-Channel Relation (ICR) block 


the dynamic temporal information where it consists of three multi-scale temporal kernels (FBI 
kernels), which is illustrated in Figure 2.6. 

In order to extract the dynamic temporal representations in the a and the ( band, we set the 
length of the temporal kernels as the specific ratios of sampling rate /' of EEG. These ratios 
are defined as a; € R, where the ratio coefficients a; will become [74, 74. zz], capturing 
frequency at 8 Hz to above, 12.8 Hz to above and 21.3 Hz to above as well. The 12.8 Hz to the 
above signal and the 21.3 Hz to the above signals are then subtracted from 8 Hz to the above 
signal and 12.8 Hz to the above signal respectively. As a result, the a and the 6 band signals 
are approximated to the frequency band from 8 Hz to 12.8 Hz and from 12.8 Hz to 21.3 Hz 
respectively. After extracting the approximated a and the ( band signals using FBI kernels, 
the signals are downsampled to reduce the number of samples in the signal and similar lengths 
of FBI kernels are used to extract different temporal features from these frequency bands. As 
downsampling increases the sampling frequency and the frequency bands using the same rate, 
the length of the FBI kernel is constant for each downsampling stage. In the proposed method, 
in total three stages of downsampling operation are performed with a downsampling rate of 2 
for each stage. As a result, the length of the a and the ( band signals are reduced by 8 times 
than the initial. Then the temporal features from both frequency bands are concatenated in the 


feature dimension to explore the interrelationship between the frequency bands together. 


Inter-Channel Relation (ICR) Block 


In this work, for the purpose of extracting the spatial information, an efficient inter-channel 
relation (ICR) block is porposed which consists of five parallel ICR branches. Moreover, each 
ICR branch has multi-scale convolutional kernels, namely hemisphere kernels whose sizes are 
related to the location of the EEG channels and have multiple stages of extracting the infor- 
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mative features from different combinations of the channels. As a result, the number of stages 
for all five ICR branches is not necessarily equal in the spatial dimension for each ICR branch 
to having the spatial features of both left and right hemispheres individually. For the purpose 
of extracting the global relationship between the left and the right hemispheric channels, the 
individual spatial features from all five ICR branches are concatenated in the feature dimension 
and a global kernel is used to extract the global spatial feature. The demonstration of the ICR 
block is depicted in Figure 2.7. 

Finally, a global average pooling is performed in the temporal dimension to extract an efficient 
CNN-based feature vector that goes through a dense classifier to classify the valence and arousal 


types of emotions. 


2.1.6 Results and Discussion 
Experimental Setup 


In this subsection, to validate the effectiveness of the proposed scheme, the performance anal- 
ysis of an extensive experiment on the DEAP database is presented. From the 63 seconds of 
recorded EEG data (Xp), data from the first three seconds (Xz) is used as the baseline. The 
remaining one-minute-long EEG data (Xz) is considered as the baseline included raw EEG sig- 
nal for the experimentation purpose. In this work, a 2 second non-overlapping window frame 
is applied to the preprocessed signal to increase the total number of EEG trials. The proposed 
method is designed to classify emotions for valence and arousal dimensions and valence and 
arousal labels are categorized into binary classes in the proposed work. Depending on partic- 
ipants’ ratings, for binary class, rating < 5 corresponds to low class and otherwise high class. 
The training and validation of the proposed method are performed in the Google Colaboratory 


Platform. 


Model Training, Validation and Testing 


The proposed method is trained and tested on 32 subjects individually, as in this study, a subject- 
dependent experiment is conducted. The data are randomly split into 90% training and 10% 
testing. In order to validate the model, a 10-fold cross-validation scheme is employed. Fur- 
thermore, the network runs for 100 epochs per fold in the training stage. The learning rate is 
set to 0.0001 with Adam optimizer and batch size is set to 64. The loss function is categorical 


cross-entropy and the metrics are accuracies. 
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Performance Evaluation 


The performance analysis of the proposed method is assessed with following performance met- 


rics 


TP + TN 
A = 2.4 
curacy = Tp + EP + TN + EN’ —) 
TP 
Precision = ————.,, (2.5) 
TP + FP 
TP 
Recall = ——-— 2.6 
cal’ TP EN’ oe) 


Precision.Recall 
F-1 = 2. 2.7 
cal Precision + Recall’ (eel) 


where TP = True Positive, FP = False Positive, TN = True Negative, FN = False Negative. 
The results for binary classification of both valence and arousal dimensions for each subject 
are recorded in Table 2.2. The average accuracy and F-1 scores are consistently very high for 
each subject (with an average greater than 94%). Furthermore, the resultant standard deviation 
is lower, indicating consistent performance among different subjects. The result demonstrates 


the efficacy of the proposed method. 


Effect of Channel-Wise Attention 


In order to validate the efficacy of the channel-wise attention, the performance of the network is 
also observed without applying the attention mechanism. The classification performances (ac- 
curacy and fl-score) are displayed in Figure 2.8 respectively. It is observed that the proposed 
CNN-based architecture with channel-wise attention exhibits higher accuracy and f1-score com- 


pared to that without attention mechanism. 


2.2 Bidirectional LSTM-Based (BiLSTM-Based) Deep Neu- 


ral Network 


In this part, a bidirecional LSTM (BiLSTM) based deep neural network is proposed to inves- 
tigate the effects of sequence learning of EEG data on emotion classification. Along with that, 
a channel-wise attention mechanism is employed to learn the varying contribution of the EEG 
channels on emotion recognition. The major steps included in this section are grouping of EEG 
channels, pre-processing and windowing, BiLSTM-based deep feature extraction and multi- 
head attention mechanism. The structure of the proposed BiLSTM-based method with atten- 
tion mechanisms is displayed in Figure 2.9. The multi-head attention layer combines knowledge 


from different EEG trials and sets more weight to the significant trial. Similar to the previous 
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Figure 2.8: Box plot for performance comparison (accuracy and fl-score) of the proposed 
scheme with and without channel-wise attention mechanism 
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Figure 2.9: Workflow of the proposed BiLSTM-based methodology 
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Figure 2.10: Architecture of LSTM unit 


section, the baseline is removed from the raw EEG signal after organizing the EEG channels and 
then windowing operation is performed to increase the number of EEG trials. Next, each EEG 
trial is fed into a bidirectional LSTM-based deep neural network. Subsequently, the extracted 
feature vector is applied to the multi-head attention layer to obtain discriminative temporal 
information by exploring each EEG trial’s relative importance. Finally, a dense classifier is ap- 
plied to classify different types of emotions. The performance of the proposed scheme with and 
without attention mechanism (both channel-wise and multi-head attention) is also analyzed in 
this section. 

As the grouping of EEG channels, the pre-processing and windowing and the channel-wise 
attention mechanism are described in the subsection 2.1.2, 2.1.3 and 2.1.4 respectively, the 
BiLSTM-based deep feature extraction and the multi-head attention mechanism are explored in 


this section. In what follows, the steps are explained in detail. 
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Figure 2.11: Basic structure of BiLSTM layer 


2.2.1 BiLSTM-Based Deep Feature Extraction 


The BiLSTM-based deep neural architecture can learn the temporal information of time-domain 
signal due to the recurrent structure of the network [38] [39]. Hence, it can learn features from 
EEG data based on temporal dependence [40]. 

An LSTM layer is composed of recurrently connected memory blocks where each block con- 
tains one or more memory cells. Furthermore, each cell consists of three multiplicative gate 
units: the input, output, and forget gates, where they perform functions analogous to read, 
write, and reset operations. The multiplicative input gate units prevent the adverse effects cre- 
ated by the uncorrelated inputs. The input and output gate control a memory cell’s inflow and 
outflow data stream to other LSTM blocks by using the sigmoid and tanh activation functions. 
In general, the cell input is multiplied by the activation of the input gate, the cell output by that 
of the output gate, and the previous cell values by the forget gate. As a result, the context infor- 
mation over long periods can be stored and retrieved by the network. However, the activation of 
the memory cell will not be overwritten by new inputs as long as the input gate remains closed 
and so it can be made available to the network for future sequences by opening the output gate. 
The internal structure of an LSTM memory block is illustrated in Figure 2.10. 

An LSTM cell receives three inputs: input x; at the current time t, memory C;_, of previous 
time t — 1, and h,_, denotes the hidden state of the previous time ¢ — 1 and transmits two 
outputs: memory C; at the current time ¢ and hidden state h,; represented as the ¢-th temporal 


feature extracted from LSTM. The forget gate in the memory block structure is controlled by a 
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simple one-layer neural network with an activation function which can be calculated as 
ti = o(W|at, Reais Cr-1] eo. br), (2.8) 


where W denotes separate weight vectors for each input, by is the bias vector and o is the 
logistic sigmoid function which is the output of the forget gate and applied to the previous 
memory block by element-wise multiplication. As a result, the previous memory block will be 
effective on the current LSTM. If the activation output vector is close to zero, then the previous 
memory will be forgotten. Moreover, the new memory is created using a simple neural network 
with the tanh activation function and the effect of the previous memory block in the input gate, 
which can be calculated as 

i, = 0(W[ze, he-1, Cr_1] + 5x), (2.9) 


C, = fi . Ch + Ut : tanh(W |x, het, Cr-1| + Bal (2.10) 


Finally, the output gate generates the current output or the current hidden state of the LSTM 


cell, which can be calculated as 
hy = tanh(c) : o(W xi, he-1, Ci] + by): (2.11) 


However, a problem with LSTM block is that they have access to past but not to future context, 
which can be overcome by using bidirectional LSTM (BiLSTM) block. In a BiLSTM layer, 
two separate recurrent hidden layers scan the input sequences in opposite directions and are 
connected to the same output layer, which is illustrated in Figure 2.11. As a result, it can 
extract context information in both directions where forward and backward contexts are learned 
independently. 

In this study, the number of BiLSTM units in each layer is the same as the number of EEG 
channels and the number of BiLSTM layers is five. As a result, the 7-th output of the BiLSTM 
network is the hidden state of the fifth recurrent layer and the output in each time step can be 


considered the temporal information extracted from each EEG trial. 


2.2.2 Multi-Head Attention (MHA) 


In order to capture inter-region interaction patterns, the multi-headed self-attention mechanism 
is used in other EEG-based stimulus classification [41]. Inspired by this nature, in this study, to 
extract more discriminative temporal information, the multi-head attention (MHA) mechanism 
is adopted by exploring the intrinsic importance to assign weights to each EEG signal trial. The 
structure of multi-head attention is illustrated in Figure 2.12. Furthermore, it can better describe 
the specific meaning by computing the similarity within each recurrent encoded slice. 


MHA is inspired by the transformer model [42], which shows excellent success in many ma- 
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Figure 2.12: Configuration of the proposed multi-head attention (MHA) block 


chine learning applications [43]. MHA improves the self-attention mechanism in two main 
aspects. First, it expands the model’s capability to focus on different positions. The encoding 
of each head knows about the encodings of the other heads, which improves the model’s abil- 
ity to learn temporal dependencies. Second, splitting the input features into different partitions 
increases the formation of the subspaces which generate attention weights for each subspace 
that represent each partition’s importance, and concatenating these representations may extract 
better overall features to enhance the classification accuracy. And so, the output feature vector 
from the BiLSTM block X = [x1,2,--.,2Q] € R'*® where Q is the length of the BILSTM 
feature vector, serves as the input of MHA layer as shown in Figure 2.12. In general, MHA 
takes three copies of X as inputs and all three of them are transformed into X by using causal 
convolution and then the attention is calculated as 

ATT(X, X, X) = softmax(——_) -X. (2.12) 
Each of the three X are further expanded for the attention over H heads where each X is split 
into H subspaces, which forms X = [Xi, Xo,...,Xx],Xn € RH (h = 152222, H),. The 
attention A;, in each subspace h can be calculated as 


A; = ATT (Xp, Xn, Xn), (2.13) 
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Q : 
where A;, € R'*# and all the H representations are concatenated together to produce the final 


attention vector as 
MH/A(X, X,X) = Concat(Ay, Ao,..., Az) € R™2. (2.14) 


In order to extract discriminative temporal attention of the BiLSTM feature vector, the attention 
vector is multiplied by the BiLSTM feature vector to set more weight to the significant one and 
it can represent more extensive feature vector denoted by Xf € R!*®, Finally, a dense classifier 


is used to classify the types of emotions. 


2.2.3, Results and Discussion 


The experimental framework and other setup for model training, validation and testing remain 


similar to the subsection 2.1.6. 


Performance Evaluation 


The recorded results (binary classification of both valence and arousal dimensions for each sub- 
ject) with and without the attention mechanism are recorded in Table 2.3 and 2.4 respectively. 
The average accuracy and F-1 scores are slightly higher for the case of BiLSTM-based classi- 
fication without attention. Furthermore, the resultant standard deviation is considerably higher 


for the case of BiLSTM-based classification with attention mechanism. 


2.3. Performance Comparison 


2.3.1 Performance Comparison of Different Proposed Methods 


The classification performance of different proposed methods is compared with each other in 
Table 2.5 in the case of the DEAP dataset. The average accuracies and the fl-scores are above 
84% for all the four proposed schemes. However, in the case of the CNN-based method with- 
out the channel-wise attention or shortly CA, the resultant standard deviation is much higher, 
indicating inconsistent performance among different subjects. Nevertheless, the performance 
improves drastically after adding the CA, ensuring the channel-wise attention provides general- 
ized feature information. Though the BiLSTM-based method, both with and without attention 
mechanism, shows approximately similar performance with consistency among different sub- 
jects, the average accuracies are lower than the CNN-based architecture. Finally, the proposed 
CNN-based classification method with the CA outperforms all the other proposed architectures 


in this chapter. 
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2.3.2 Performance Comparison with Other Approaches 


The classification performance of the proposed CNN-based method with channel-wise attention 
mechanism is compared with that reported very recently by some other methods. The results 
reported by some other methods are presented in Table 2.6 where the experimental analysis 
are carried out on DEAP dataset. The major variations in the experimental setup, such as the 
number of channels used and number of classes considered in the emotion experiment are also 
shown. Similar to the proposed methods in this chapter, subject-dependent performance is 
investigated in the methods proposed by others which are used to compare. In [44], CapsNet 
and other classifiers (1DCNN, 2DCNN, KNN, RDF and SVM) are used with multiband feature 
matrices. They consider all subjects together and 3 second window. In [13], mixed subject 
analysis is considered with 4s window and 5 pairs of EEG channels. In [23], 6s window with 
50% overlap is used and subject-dependent performance is reported. 


2.4 Conclusion 


In this chapter, different types of deep learning architectures are proposed to classify EEG-based 
emotion recognition. But only the proposed CNN-based method with channel-wise attention 
(CACNN) outperforms the other proposed architectures in terms of accuracy and f1-score with 
consistency among all subjects. Moreover, the proposed CNN is productive in capturing de- 
tailed spatial and temporal information on the EEG data and the proposed CA can extract the 
attentive information among the channels. Finally, extensive experimental results in the case of 
the DEAP dataset have demonstrated that the proposed CACNN achieved an average accuracy 
of 94.74% and 95.17% on the valence and arousal classification tasks respectively. Furthermore, 
the proposed CACNN improved EEG-based emotion recognition accuracy compared with some 


existing methods. 
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Table 2.2: Performance of the proposed CNN-based method with channel-wise attention mech- 
anism in binary class 


Subject Valence Arousal 
Accuracy(%) | F-1 score(%) | Accuracy(%) | F-1 score(%) 
01 95.92 95.91 96.25 96.15 
02 97.00 96.56 92.33 91.53 
03 95.75 95.71 98.83 98.06 
04 89.83 89.17 91.75 91.19 
05 91.83 91.81 98.83 97.26 
06 95.00 93.41 93.50 93.36 
07 96.33 95.78 95.75 95.79 
08 96.08 96.04 97.33 97.23 
09 94.67 94.65 96.08 95.80 
10 99.83 99.83 98.33 98.29 
11 85.83 84.66 83.75 83.25 
12 91.83 91.81 98.83 97.26 
13 90.17 90.01 95.83 87.82 
14 91.58 91.57 92.50 90.25 
15 97.67 97.66 92.25 92.06 
16 98.67 98.58 98.08 98.08 
17 88.58 88.42 91.83 89.64 
18 94.42 94.30 96.08 95.92 
19 95.58 95.54 97.83 97.19 
20 98.25 98.22 99.58 99.06 
21 95.42 95.35 97.58 94.42 
pepe 97.83 97.81 98.92 98.68 
23 95.83 95.19 95.75 95.28 
24 95.92 95.91 96.50 94.48 
25 94,25 94.03 96.58 94.93 
26 94.75 94.59 93.83 93.60 
27 97.00 95.07 95.17 94.00 
28 95.83 95.53 90.42 90.36 
29 98.00 97.93 97.00 95.91 
30 95.17 94.38 97.83 97.82 
31 91.58 91.42 89.25 89.12 
a2 95.33 95.32 91.08 89.56 
Average | 94.74+3.08 | 94.44+3.19 | 95.17+3.46 | 94.17+3.70 


2.4. CONCLUSION 


Table 2.3: Performance of the proposed BiLSTM-based method with channel-wise and multi- 
head attention mechanism in binary class 


Subject Valence Arousal 
Accuracy(%) | F-1 score(%) | Accuracy(%) | F-1 score(%) 
01 84.75 84.65 86.17 85.82 
02 76.75 femal 78.83 77.63 
03 93.33 93.24 96.17 93.43 
04 82.42 81.37 86.08 85.29 
05 86.58 86.22 85.08 84.92 
06 83.83 79.74 79.83 79.05 
07 80.92 78.05 81.42 77.86 
08 85.25 85.11 85.50 85.08 
09 THI 77.58 81.75 80.13 
10 92.67 92.67 90.50 90.20 
11 79.08 78.00 74.50 13.22 
12 84.25 84.16 91.67 80.90 
13 74.17 73.82 86.83 71.01 
14 80.83 80.73 86.42 83.26 
15 86.83 86.78 87.08 86.91 
16 89.00 88.38 90.92 90.91 
17 75.92 75.73 74.83 69.27 
18 91.42 91.02 91.25 90.85 
19 85.67 85.47 86.67 83.22 
20 89.67 89.54 92.58 84.80 
21 88.25 88.03 93.08 84.71 
pepe 89.42 89.36 94,25 93.15 
23 89.42 87.67 85.42 83.77 
24 85.00 84.98 82.08 86.25 
25 83.00 82.77 93.08 90.16 
26 83.83 83.49 84.83 84.07 
27 90.42 84.79 88.08 85.07 
28 86.25 85.39 81.33 81.28 
29 85.00 84.56 93.17 91.03 
30 93.00 92.32 90.83 90.76 
31 83.08 79.95 83.00 82.89 
a2 85.67 85.65 83.08 80.63 
Average | 85.11+4.89 | 84.21+5.16 | 86.45+5.41 | 83.99+5.90 
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Table 2.4: Performance of the proposed BiLSTM-based method without any attention mecha- 
nism in binary class 


Subject Valence Arousal 
Accuracy(%) | F-1 score(%) | Accuracy(%) | F-1 score(%) 
01 85.17 84.96 89.00 88.84 
02 79.67 77.46 82.50 81.53 
03 93.67 93.59 97.80 94.93 
04 87.08 87.17 87.42 86.45 
05 88.08 87.75 87.92 87.82 
06 85.50 82.32 81.92 81.46 
07 85.58 83.28 84.25 81.76 
08 87.00 86.86 86.50 86.15 
09 80.83 80.59 85.00 83.77 
10 93.17 93.11 91.50 91.32 
11 80.50 79.32 75.58 74.44 
12 83.17 83.00 92.67 84.14 
13 78.67 78.38 90.17 76.97 
14 77.58 TLS 86.25 83.26 
15 89.33 89.31 87.00 86.69 
16 93.75 93.39 90.17 90.12 
17 76.67 75.91 77.83 71.50 
18 92.00 91.75 90.83 90.44 
19 87.17 86.85 88.33 85.72 
20 89.67 89.50 93.17 86.44 
21 88.67 88.38 94.42 88.87 
pepe 91.50 91.40 95.42 94.59 
23 87.00 85.30 88.33 87.25 
24 84.92 84.87 94.58 90.86 
25 87.75 87.63 92.67 89.49 
26 85.08 84.94 86.83 86.21 
27 92.75 88.75 88.75 84.87 
28 86.50 85.79 79.75 79.36 
29 85.92 85.40 92.58 90.46 
30 92.42 91.60 90.92 90.86 
31 80.67 80.42 83.00 82.88 
a2 86.08 86.05 86.75 84.47 
Average | 86.36+4.71 | 85.70+4.83 | 88.10+5.01 | 85.75+5.23 


2.4. CONCLUSION 


Table 2.5: Performance of the proposed BiLSTM-based and CNN-based method in binary class 


Proposed method Valence Arousal 
Accuracy(%) | F-1 score(%) | Accuracy(%) | F-1 score(%) 
BiLSTM 86.36+4.71 | 85.70+4.83 | 88.104+5.01 | 85.75+5.23 
CA+BiLSTM+MHA | 85.11+4.89 | 84.2145.16 | 86.45+5.41 | 83.99+5.90 
CNN 91.53+10.47 | 88.29+16.93 | 91.32+11.82 | 88.30+16.60 
CA+CNN (CACNN) | 94.7443.08 | 94.4443.19 | 95.174+3.46 | 94.17+3.70 


Table 2.6: Comparative performance analysis 


Study No. of channels | Class Accuracy 
Valence | Arousal 
Chao et al. [44] 32-EEG Binary | 68.28% | 66.73% 
Mohammadi et al. [13] 10-EEG Binary | 86.75% | 84.05% 
Yin et al. [23] 32-EEG Binary | 90.45% | 90.60% 
Proposed CACNN method 32-EEG Binary | 94.74% | 95.17% 
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Chapter 3 


CNN-Based Emotion Recognition Using 
Different Band Frequencies of EEG Signal 


In this chapter, different band frequencies of the EEG signal and spectral power are explored to 
classify emotion. As neural firing provides a pathway to elicit emotions, a thorough analysis on 
EEG frequency bands and spectral power can uncover salient information to categorize different 
classes of emotion. Firstly, the effect of different sub-bands is investigated on the classification 
performance of emotion recognition. Following the spectral decomposition of the EEG signal 
into different sub-bands, a 3D frame is formatted considering the spatial and temporal infor- 
mation of all frequency bands of all channels. As the constructed frame contains significant 
details of the brain signal, the proposed scheme shows substantial performance in classification 
process. Along with the frequency band signals, the inspection of spectral power is also impor- 
tant in the study of emotion analysis. Spectral power reflects the frequency content of a signal 
and it is closely associated with the strength and intensity information of each frequency band. 
In this regard, the feature vector comprising the spectral power of EEG sub-bands, effectively 
maps distinctive attributes from the raw data and provides a satisfactory performance in emotion 
recognition. In this study, detailed and extensive experimentations are carried out on a publicly 
available DEAP dataset. 


3.1 Effects of different band frequencies 


Since emotional states are caused by neural oscillations, different frequency bands are expected 
to have significant impacts on elicitation of emotion. In this regard, a comprehensive analysis 


is performed on different frequency bands of the EEG signal. 
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Figure 3.1: Major steps involved in the proposed method 


3.1.1 Proposed Method 
Pre-processing 


Since the baseline data contain irrelevant information in response to elicitation of emotions, 
removing it from the raw EEG signal can improve the emotion recognition performance [45]. In 
this context, in the pre-processing stage of the proposed work, for a particular channel baseline 
data (X,, € R'*"*:) is first removed from the acquired baseline included raw EEG signal 
(X, € R!**) where L,, and L denote the length of the baseline and baseline included raw data 
respectively. If the EEG signal is recorded with fF’ Hz sampling frequency and X; denotes the 
i” second baseline signal for a particular channel (X; € R‘*”’), then the mean value of the 
baseline data per-second can be calculated as follows: 


Los 


F F 
b =o (3.1) 


i=1 


For a particular channel, the baseline included raw EEG signal X., is then segmented into several 
frames with a one-second non-overlapping sliding window and from each one-second frame 
X,, is subtracted. After that, all the frames are concatenated sequentially to obtain the baseline 
excluded raw EEG signal (X, € R!*"), where L indicates the length of the signal. 

The obtained baseline excluded raw signal is then band pass-filtered to extract the frequency 
content of the EEG signal. As the spectral analysis of the EEG signal provides more spatial and 
temporal information, the decomposition is applied on the baseline excluded signal. The main 
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sub-bands of the EEG signal are delta (0.5 — 3.5 Hz), theta (4 — 7.5), alpha (8 — 13 Hz), beta 
(14 — 30 Hz) and gamma (31 — 50 Hz). Following the extraction of N useful frequency band 
signals (N € [2,5]) for a particular channel i, a matrix of filtered signal X‘, is formed where 
Xi = [Xi XP... XP] € R’** i € [1,2,...,P] where P denotes the number of available 
channels and X} © R'*” refers to the n'” frequency band EEG signal of i” channel. The 
formatted matrix of the filtered signal contains significant details of EEG sub-bands and hence 


it is expected to capture the characteristic information for the purpose of emotion classification. 


Windowing and Formation of 3D Frame 


In view of incorporating the time and frequency band information of all available channels, a 
three dimensional representative frame is required. In this regard, the filtered signal matrices 
obtained from all available channels needs to be considered. In order to increase the number of 
EEG trials, each frequency band signal of a particular channel is windowed with a frame length 
of W. The windowing operation divides the full signal in 7 number of segments and 2D frame 
is formed combining the information of N different frequency bands. Following the operation, 
a 2D frame is formed and for the i” channel, X}, = [X, Xu, ° > Xu.) © R™* where 
» is a window segment for the n‘” band of i‘” channel and a € R'*", Finally, the 2D 
frames acquired from P available channels are concatenated and a 3D frame (X;,) is formatted 
where X >, € R?*”*%. As the 3D frame (X;,) maps the spectral and temporal contents of all 
channels in a three-dimensional space, it encapsulates salient information of EEG signal for the 
purpose of emotion recognition. The workflow of the formation of 3D frame is illustrated in 


Figure 3.2. 


Architecture of the Proposed Neural Network 


For the purpose of emotion classification, the proposed 3D frame (X;, € R?*”*%) 


is applied 
to a 2D CNN model. The CNN used here contains one input layer, one output layer and 16 
hidden layers. The output shape of each layer and total number of parameters are shown in 
Table 3.1. The 2D CNN is trained to take the input shape of (P,W,N). In the layers of 2D 
convolutions, stride is kept 2 with similar padding. For the dropout layers, the dropout rate is 
set to 0.2 and 0.4. In the dense layer, tanh and Relu activation functions are employed. For the 
final dense layer, Softmaz activation is used. For the 2-class classification, the hidden neuron 


is set to 2. 


35 


3.1. EFFECTS OF DIFFERENT BAND FREQUENCIES 


Windowing 


Channels (P) 


C 

Windowing O 

e N 

e e C 

e . A 
Windowing i> 

i” Channel (X;) : 3 

° N 

. Windowing A 

° : i 

; : I 

Windowing re) 

P‘* Channel (X}) 7 


Windowing 


Figure 3.2: Formation of proposed 3D frame utilizing different frequency band signals 


3.1.2 Results and Discussion 
Experimental Setup 


In this section, performance analysis of the proposed scheme is presented. For the validation of 
the proposed approach, extensive experimentation is carried out on DEAP dataset. From the 63 
seconds of recorded EEG signal, data from the first three seconds (X,) are the baseline signal 
which is removed as the mentioned baseline exclusion method from remaining one minute long 
EEG data (X,.) for the experimentation purpose. In this work, all 5 sub-bands of the EEG signal 
(0,0, a, 8,7) are considered and a 2 second non-overlapping window frame is applied on the 
filtered signal (X,/). Following the process of the formation of 3D frame (X;,), the dimension 
of the data is (32, 256,5). The proposed scheme is designed to classify emotions for valence 
and arousal dimensions. Like most studies, in the proposed work, valence and arousal labels are 
categorized into binary class. Depending on participants’ ratings, for binary class, rating < 5 
corresponds to low class and otherwise high class. The training and validation of the proposed 


method are performed in the Google Colaboratory Platform. 


Model Training, Validation and Testing 


In the proposed study, the network is trained and tested on 32 subjects individually. Firstly, the 
data are randomly split into 80% training and 20% testing. For the validation purposes, a 5-fold 
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Table 3.1: Details of the proposed 2D CNN model 


cross-validation scheme is employed. In the training stage of each fold, the network is run for 


200 epochs. The learning rate is set to 0.001 with Adam optimizer and batch size is set to 128. 


Layer Type Layer Parameters | Output Shape 
Conv2D f=16, k=5, s=2 (16, 128, 16) 
BatchNormalization 7 (16, 128, 16) 
MaxPooling2D pool size = 2 (8, 64, 16) 
Dropout rate =().2 (8, 64, 16) 
Conv2D Jaa; kT, S=2 (4, 32, 32) 
BatchNormalization - (4, 32, 32) 
MaxPooling2D pool size = 2 (2, 16, 32) 
Dropout rate =0.2 (2, 16, 32) 
Conv2D f=64, k=9, s=2 (1, 8, 64) 
BatchNormalization - (1, 8, 64) 
Dropout rate=0.2 (1, 8, 64) 
Flatten - (512,) 
Dense units = 256 (256,) 
Dropout rate=0.4 (256,) 
Dense units = 32 (32,) 
Dropout rate=0.4 (32,) 
Dense units = 2 (2,) 
Total no. of parameters dol, 504 


The loss function is categorical cross-entropy and metrics are accuracies. 


Performance Evaluation 


The performance of the proposed scheme is evaluated with following performance metrics 


Accuracy = 


Precision = 


TP+ TN 
TP + FP + TN + FN 


TP 
TP 2 FP 
TP 


Recall = —————. 
TP + FN 


(3.2) 


(3.3) 


(3.4) 
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Figure 3.3: Classification performance (accuracy) for different frequency bands for valence and 
arousal cases 
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where TP = True Positive, FP = False Positive, TN = True Negative, FN = False Negative. The 


results for 2-class classification are recorded in Table 3.2. 


The result for binary class classification is recorded in Table 3.2. The average accuracy and F-1 
scores are found consistently very high for each subject (with an average greater than 96%). 
Along with that, the resultant standard deviation is considerably lower which indicates consis- 
tent performance among different subjects. The result demonstrates the efficacy of the proposed 


3D frame with the band extraction scheme. 


Effect of Different Band Frequencies 


One important aspect of the proposed method is to consider the effect of all frequency bands 
in a 3D frame instead of considering a spectral band. In this subsection, the effect of selecting 
other bands separately or taking all the bands together is explored. The proposed scheme is 
verified for different band frequencies of the EEG signal and the classification performance 
(accuracy) is shown in Figure 3.3. It is observed that the the proposed 3D frame exhibits the 
highest accuracy in comparison to other cases. a and { bands also perform well in the proposed 
study. According to different accepted studies, a, 3 bands are dominant at awaken states [36]. 
The results obtained by the proposed scheme support the above findings. The performance of 
individual frequency band and the proposed scheme is illustrated in a box plot in Figure 3.4. 
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Figure 3.4: Box plot for accuracy comparison 
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Figure 3.5: Workflow of the proposed method 
3.2 Effect of Spectral Power 


In this section, detailed analysis and experimentation on emotion recognition are carried out 
utilizing the spectral power of different frequency bands of the EEG signal. Spectral power en- 
capsulates the information of EEG signal in frequency domain and hence efficient in the context 
of emotion recognition. At first stage, after removing the baseline of the data, the EEG signal is 
decomposed into five different frequency bands. For each frequency band, the signal is divided 
into multiple overlapping segments. Subsequently, spectral power is extracted for each segment 
of the EEG signal and a feature vector is formed combining the spectral power of all sub-bands 
of all available channels. Finally, the feature vector is applied as an input to a deep neural 
network. As the spectral power reflects the strength and the intensity information associated 
with different sub-bands, the proposed feature vector can provide a satisfactory classification 


performance. The proposed workflow is illustrated in Figure 3.5. 


Pre-processing and Windowing 


In the pre-processing stage of the proposed study, baseline (X,,) is excluded from the raw EEG 
signal (X,.) using the steps described in 3.1.1. Let, X, € R?*” and X, € R’*”*» where L 
and L,, denotes the length of the baseline included raw EEG signal and the baseline signal re- 
spectively. In order to analyze the spectral content of the EEG signal, band-pass filtering is per- 
formed on the acquired baseline excluded raw EEG signal (X;) and N different frequency bands 
are extracted. With the extracted frequency bands, a signal matrix ¢ is formed for a particular 
channel i, where X', = [Xj",X/7..., KX)" J", 4 € [1,2,...P] and X} ¢ R*”. Subsequently, 
each frequency band of the signal matrix is divided into M overlapping segments of W length 


and a matrix obtained after the windowing operation is X‘, = [Ky,'", Xwo"”,..., Xun |", 
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where X‘,(i = 1,2,...,P) € R*%*™ represents the trial signal matrix at the i-th EEG chan- 
nel. All the trials (X!,) obtained from all channels are assigned the same labels as X;. For 
a AW amount of shift, the total number of trial matrices obtained from a given X; will be 
1+(L-—W)/AW. 


Feature Extraction and Formation of Feature Vector 


Since feature encapsulates the characteristics of a signal, a set of relevant and representative 
information is obtained with the feature extraction process. In this regard, analysis of spectral 
power can play an vital role in the context of emotion recognition as it carries the energy and 
intensity associated with each sub-band of EEG signal. 

In view of incorporating the frequency domain information, short-time fourier transform (STFT) 
is performed on each window segment of the trial signal matrix (X‘,) and spectral power is ex- 
tracted from the corresponding window segment. The extraction of spectral power from a signal 
can be expressed by equation (3.6) and (3.7) 


Aga = STP ah) SHA we) = [ z(t) - w(t —T)e (3.6) 


—oo 


F= 5° |Xteat|” (3.7) 


Following the feature extraction process, a set of feature vectors {F,, F2,... Fp} are formed 
where F; € R*' represents the feature vector from the i*” channel. The final feature vec- 
tor Xprar is formatted after combining the information of all features from all channels and 
Xprear € R**! where F = P x N. The formation of the feature vector is demonstrated in 


Figure 3.6. 


Classification 


For the purpose of emotion classification, the proposed feature vector (X47) is applied to 
a 1D CNN. The CNN used in the study consists of one input layer, one output layer and 12 
hidden layers. The output shape of each layer and total number of parameters of the proposed 
network is displayed in Table 3.3. In all 1D convolutions, stride is kept 1. The dropout rate of 
two dropout layers in the classification head is 0.4. is obtained which is fed to a 1D deep neural 
network. In the dense classifier, Softmax activation function is used with two hidden units for 


binary classification. 
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Figure 3.6: Formation of the proposed feature vector using spectral power of different frequency 
bands 


3.2.1 Results and Discussion 
Experimental Setup 


In this section, performance analysis of the proposed method for emotion recognition is pre- 
sented. From the recorded 63 seconds data from each channel, considering the first 3 second as 
the baseline signal, baseline is removed as the mentioned baseline exclusion method from the 
baseline included raw EEG signal. Then the acquired 60 second of baseline excluded raw EEG 
data is divided into 2 second long frames with 1.875 second overlap. In the study, all five bands 
of the EEG data (0, 8, a, @ and y) are considered. Following the feature extraction process, the 
dimension of the feature vector is (160, 1) and the dimension of the final data is (18600, 160, 
1). The proposed method is designed to classify emotions of binary class for both valence and 
arousal dimension. The threshold of the binary classification process is kept the same as the 


previous work. The training and validation are performed in the Google Colaboratory Platform. 


Model Training, Validation and Testing 


The method conducted in the proposed study aims to be subject-dependent. So, the experiment 
is trained and tested on 32 subjects individually. Firstly, the data is randomly split into 80% 
training and 20% testing. A 10-fold cross-validation scheme is employed in the work for vali- 


dation purpose. During the training stage, the network is run for 200 epochs. The loss function 
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is categorical cross-entropy and metrics were accuracy. 


Performance Evaluation 


The performance of the proposed scheme is evaluated with two performance metrics: Accuracy 
and F-1 score. The results for binary classification is displayed in Table 3.4. The average 
accuracy and Fl-scores for both valence and arousal dimensions are found consistently higher 
for each subject. In accordance with that, the lower standard deviation denotes the consistent 
performance among different subjects. The result demonstrates the efficacy of the proposed 


emotion classification scheme with spectral power. 


3.3. Performance Comparison between Different Frequency 


Band Signals and Spectral Power Analysis 


The performance comparison (accuracy) between the two schemes is presented in Figure 3.7. 
The studies for both methods are considered to be subject-dependent and the accuracy of the 3D 
frame based analysis is more consistent compared to the spectral power analysis of the signal. 
In spite of the higher median value in case of spectral power-based analysis, the frequency anal- 
ysis offers superior performance as the classification result is more consistent and the standard 
deviation is lower compared to the spectral power-based method. For both valence and arousal 
cases, the spectral power demonstrates a larger deviation compared to the 3D frame based ap- 
proach. Since the 3D frame contain significant temporal details of all sub-bands, the method 
offers a consistent and superior performance in comparison with the spectral power. Although, 
total number of parameters associated with the 3D frame-based frequency band are higher than 
the spectral power approach, Fast Fourier Transform is a computationally expensive task, that 


makes teting period longer. 


3.4 Conclusion 


In this work, efficient emotion recognition schemes are proposed utilizing different frequency 
bands of the EEG signal. As different sub-bands contain distinctive spatial and temporal in- 
formation, band analysis exhibits a better classification performance. The proposed 3D frame 
discussed in the study is constructed utilizing the details of five sub-bands (6,6,a, 6,7). Asa 
consequence, it captures spatial, temporal as well as frequency contents and hence is very ef- 
fective in categorizing different emotional states with a 2D deep neural network. As the effects 
of all sub-bands are considered instead of a single frequency band, the performance of emotion 
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Figure 3.7: Accuracy comparison between all frequency bands considered in 3D frame and 
spectral power based approach 


recognition gets better which demonstrates the significant contribution of different sub-bands in 
classifying emotions. The proposed study is also compared with the approach of spectral power 
analysis. As spectral power reflects the information of intensity and power associated with each 
sub-band, the method demonstrates a significant improvement in classification performance 
compared to traditional method of classifying emotion with raw EEG signal. The proposed 
feature vector containing the intensity information of all sub-bands provides a satisfactory per- 
formance in emotion classification. From extensive experimentation in a subject-dependent 
study, the proposed frequency band analysis approach shows superior performance in binary 


classification for both valence and arousal dimension. 
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Table 3.2: Performance of the proposed method in binary class 


Subject Valence Arousal 
Accuracy(%) | F-1 score(%) | Accuracy(%) | F-1 score(%) 
01 98.83 98.83 98.0 97.94 
02 96.33 95.89 97.25 97.11 
03 96.33 95.88 96.25 96.06 
04 91.92 91.59 92.58 92.18 
05 98.41 98.41 98.92 98.90 
06 97.42 96.49 94.92 94.52 
07 97.42 96.99 94.00 93.72 
08 96.25 96.21 97.33 97.26 
09 97.17 97.16 96.75 96.45 
10 98.33 98.33 97.5 97.49 
11 90.08 89.33 90.33 89.87 
12 96.00 95.99 98.67 97.48 
13 91.83 91.60 96.92 93.05 
14 94.08 94.08 95.83 95.27 
15 98.00 97.98 97.50 97.50 
16 97.08 96.95 97.92 97.91 
17 97.33 97.30 97.25 97.00 
18 98.25 98.04 97.28 97.08 
19 98.92 98.89 99.00 98.86 
20 98.00 97.96 96.75 94.00 
21 96.83 96.83 99.49 99.11 
pip 99.17 99.16 98.33 98.11 
23 97.25 96.79 97.84 97.46 
24 98.25 98.25 99.25 98.76 
25 95.25 95.25 95.58 93.79 
26 94,25 93.77 93.08 92.91 
27 99.08 98.56 98.17 97.78 
28 95.00 94.73 94.58 94.58 
29 98.42 98.36 99.42 99.30 
30 96.92 96.42 99.00 98.99 
31 96.75 96.51 96.08 96.08 
32 96.23 96.24 99.08 98.40 
Average | 96.6142.19 | 96.40+2.29 | 96.75+2.15 | 96.40+2.36 
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Table 3.3: Details of the proposed 1D CNN model for spectral power-based classification 


Layer Type Layer Parameters | Output Shape 
Conv1D f=128; k=3, 551 (160, 128) 
BatchNormalization - (160, 128) 
MaxPooling1D pool size = 2 (80, 128) 
Conv1D f=128, k=3, s=1 (80, 128) 
BatchNormalization - (80, 128) 
MaxPooling1D pool size = 2 (40, 128) 
Conv1D f=64, k=3, s=1 (40, 64) 
MaxPooling1D pool size = 2 (20, 64) 
Flatten - (1280,) 
Dense units = 32 (32,) 
Dropout rate=0.4 (32,) 
Dense units = 32 (32,) 
Dropout rate=0.4 (32,) 
Dense units = 2 (2,) 


Total no. of parameters 


117,010 
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Table 3.4: Performance of the spectral power-based method in binary classification 


Subject Valence Arousal 
Accuracy(%) | F-1 score(%) | Accuracy(%) | F-1 score(%) 
01 86.08 86 84.67 84.34 
02 66.17 48.34 69.42 62.52 
03 76.83 76.03 86.58 71.82 
04 63.33 56.38 63.50 60.06 
05 71.58 69.18 67.18 66.30 
06 78.58 61.87 72.08 70.03 
07 83.58 80.84 82.08 80.58 
08 v7 75.6 67.17 66.30 
09 71.17 70.82 66.84 50.52 
10 79.75 79.65 73.08 72.14 
11 65.75 Seid 61.33 50.93 
12 70.25 69.91 84.08 60.92 
13 717 42 76.59 85.58 56.02 
14 71.42 70.89 75.42 66.14 
15 79.95 79.19 74.33 74.17 
16 86.75 85.96 85.75 85.74 
17 55.29 36.83 61.83 47.02 
18 81.75 78.57 80.75 78.83 
19 70.67 69.71 73.83 61.54 
20 79 78.40 84.75 65.65 
21 13:bS Fie Bey 85.17 61.04 
pip 74.08 74.03 78.5 73.35 
23 87.58 85.01 90.08 87.70 
24 58.33 55.59 82.58 60.74 
25 70.67 70.53 77.92 55.88 
26 69.59 58.17 63.99 62.48 
27 91.17 85.98 82 75.91 
28 67.50 61.79 58.75 58.10 
29 83.75 83.27 83.92 79.05 
30 76.25 69.37 83.08 83.07 
31 71.58 67.46 68.75 68.49 
32 64.42 63.59 70.75 56.45 
Average | 74.38+8.47 | 70.53+11.61 | 75.80+8.92 | 67.31+10.83 


Chapter 4 


CNN-Based Emotion Recognition Using 
Wavelet Transform of EEG Signal 


In this chapter, a thorough analysis on emotion recognition is performed using multi-lead EEG 
signal in the wavelet domain. The time-frequency information provides better representative 
characteristics of a signal and the wavelet coefficients or the feature extracted it captures more 
salient information compared to the raw EEG signal. Extensive experimentations are carried 
out on the publicly available DEAP dataset. 

In the first section of the chapter, the effects of signal reconstruction scheme based on the 
discrete wavelet transform (DWT) coefficients are explored. Firstly, after taking the baseline 
excluded raw EEG signal, the acquired data are divided into multi-level discrete wavelet trans- 
form (DWT) coefficients. In order to conserve the original signal length, an efficient node 
reconstruction scheme is employed at each decomposition level and 2D matrices are format- 
ted combining the signal information at all decomposition levels. After concatenating the 2D 
matrices from all available channels, a 3D frame is applied to a deep neural network. The 3D 
frame contains significant details and hence offers a satisfactory classification performance in 
emotion recognition. 

The subsequent section deals with the effect of continuous wavelet transform (CWT) on emo- 
tion classification. At first stage of the proposed method, a particular frequency band (q) is 
extracted from the baseline excluded raw EEG data. The filtered signal is then divided into 
multiple sub-frames and for each sub-frame, strength-to-entropy component ratio (SECR) is 
calculated with the extracted CWT coefficients. The 2D feature matrix maps significant infor- 
mation of the EEG signal in wavelet domain and is proved to be very effective in categorizing 
emotions. 

The combined effects of discrete wavelet transform (DWT) based signal reconstruction scheme 
and continuous wavelet transform (CWT) are investigated in the final section of the chapter. 


In this part, multi-level discrete wavelet coefficients are extracted from the pre-processed raw 
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EEG signal and signal reconstruction is employed for a particular level decomposition. For 
the reconstructed signal of a particular decomposition level, the signal is divided into multiple 
overlapping sub-frames and strength-to-entropy component ratio (SECR) is calculated with the 
extracted CWT coefficients. Finally, 2D frames are constructed in the SECR feature domain 
combining the information of the available channels. As both DWT and CWT preserve the time 
and frequency domain information, the feature is expected to provide better information about 
the neural activities and hence capture different emotional states effectively. 

In order to reduce the computational complexity associated with the CWT process, a novel 


method of channel and scale selection is introduced. 


4.1 Discrete Wavelet Transform 


In view of obtaining the spectral characteristics of a signal, it is a common approach to divide 
the EEG signal into multiple frequency bands namely- delta (0.5 — 3.5 Hz), theta (3.5 — 7.5 
Hz), alpha (8 — 13), beta (14 — 30 Hz) and gamma (31-50 Hz) bands and perform analysis in 
each bands. As the filtering process does not preserve the time-frequency domain information, 
discrete wavelet transform (DWT) is getting much attention in the context of emotion recogni- 
tion. DWT decomposes a signal into several subsets of approximation and detail coefficients 
that may be regarded as different frequency bands. As neural firing in the form of EEG signal 
can reflect different emotional states, it is necessary to analyze the properties by maintaining 
its time-frequency resolution in order to obtain the better representations. Any types of signal 
can be divided using the process of tree decomposition which is illustrated in Figure 4.1. In 
this section, extensive experimentation is carried out on the EEG signal using discrete wavelet 


transform. 


(0,0) Level-0 

(1,0) (1,1) Level-1 

na (2,1) Level-2 

(3,0) (3,1) Level-3 

(4,0) (4,1) Level-4 


Figure 4.1: Tree Decomposition of EEG Signal 
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Figure 4.2: Major stages involved in the propsoed method 
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4.1.1 Proposed Method 


The major stages involved in the proposed method are depicted in Figure 4.2. The main steps 
are data pre-processing, DWT-based signal decomposition scheme, multi-level signal recon- 
struction, and 3D frame formation and classification with a 2D CNN. Firstly, after removing 
the baseline of the raw EEG data, the signal for each channel is divided into multi-level DWT 
coefficients. For a particular level decomposition, the decomposed signal is reconstructed uti- 
lizing the node reconstruction scheme and the obtained signal is divided into multiple non- 
overlapping sub-frames. Next, 2D signal matrices are formed combining the information of the 
reconstructed signals of all decomposition levels. After concatenating the signal matrices from 
all available channels, a 3D input is formed which is subsequently applied to a 2D CNN where 
the depth layer of the neural network processes the information of reconstructed signals at dif- 
ferent levels. In the classification stage, both valence and arousal dimensions are considered 2 


classes (positive and negative). 


Pre-processing 


Pre-processing stage of the proposed study includes removing the baseline signal from the raw 
EEG data. The EEG data acquired from each channel (X,.) contains the baseline (X,) and trial 
signal (X;,). Since the baseline data contains irrelevant information, removing it from the raw 


data can improve the emotion recognition task. The trial data is obtained as follows: 


X,=X,-X, (4.1) 
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In (4.1), X, denotes the raw EEG data where X,. € R?*/", X;, is the trial signal where X; € 
RP! and X, is the baseline data where X, € R?*/». 


Wavelet Decomposition Scheme 


In wavelet transform, a bank of filters enable each subband to be analyzed at a resolution 
matched to its scale. The scheme provides a range of advantages in case of non-stationary 
signal by offering simultaneous localization in time and frequency domain. DWT co-efficients 
of i*” channel signal (x(t)) can be expressed as 


Vik = [oo . 54 (t) dt (4.2) 


In equation (4.2), y;, can be viewed as convolution between x(t) and dilated, reflected and 


normalized version of mother wavelets. 


1 f=k-2) 


ag US 


In equation (4.3), w(t) denotes the mother wavelet and 7; ,(¢) refers to the child wavelets ob- 


Uy a(t) = ) (4.3) 


tained from different scaling and shifting parameters of the DWT’s basis function. With the 
appropriate choice of scaling and shifting parametrs of the basis function, co-efficients of dif- 
ferent levels can be obtained. 

In discrete wavelet transform, the decomposed time-series co-efficients describes the time- 
evolution of signal in corresponding frequency band. The DWT of a discrete signal x|n| can be 
defined as: 


— nboay’ 


DWT (m, k) =a, a ) (4.4) 


where g(-) denotes the mother wavelet. 


ay" 


1 1 
DWT offers the advantage of geometric scaling i.e, —, -- — and translation by 0, n, 2n, --- 
a a” 


which provides the logarithmic frequency coverage eee to the uniform frequency range 
like STFT. The multi-resolution analysis (MRA) through multi-stage filter implementation en- 
ables to explore the signal at various scales. In this regard, the wavelets can unfold the fine 
details of a signal by analyzing at different resolution. 

Following the decomposition of the EEG data into L-level wavelet co-efficients for a particular 
channel i, a matrix of wavelet co-efficients X} is formed where X = [Xj", X/7,---X77] € 
R’ex! 7 € [1,2,-+, P| and X;, € RX”. 


The wavelet matrix (X*) contains the significant approximate and detail coefficients of L level 


wavelet decomposition and hence it is expected to capture more distinctive information in time- 


frequency domain for emotion classification. 
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Figure 4.3: Formation of 3D frame with the reconstructed signal 


4.1.2 Signal Reconstruction and Formation of 3D Frame 


Although wavelet transform uncovers the time-frequency domain characteristics, the major con- 
cern in wavelet decomposition (WD) is the drastic reduction of the length of the wavelet coef- 
ficients compared to the original signal. As a result, the wavelet coefficients can not effectively 
reflect the characteristics of the EEG signal. In this regard, the wavelet node reconstruction 
(WNR) scheme can retain the original data length and thus discriminative feature characteris- 
tics can be obtained from the reconstructed signal. 

Following the decomposition of the EEG data into L-level DWT coefficients for a particular 
channel, it can be used to reconstruct the signal at that particular node. 

After applying the node reconstruction scheme at each level decomposition, a signal matrix 
Xi is formed for i‘” channel where Xi = [Xi7 X07... -XIT) © Reee*h i © [1,2,-, P] and 
Xi ER, 


The signal matrix (X‘.) contains reconstructed signals at L different decomposition levels and 


hence it is expected to capture more distinctive information for emotion classification. In view 
of incorporating the information of all available channels, a three-dimensional representative 
frame is required. The signal matrix (X*), contains the reconstructed signals at L different de- 
composition levels of channel 7, and the signal at each node is windowed with a frame of length 
W to increase total number EEG trials. 


Following the operation, a 2D frame X} = [Xi Xvi, + Dam € R™** is formed for each 
R! xWw ; 


channel i of an EEG trial, where 2 is the L*” level decomposed signal and 2 Can E 
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Figure 4.4: Wavelet decomposition of EEG signal 


Finally, the 2D signal matrices acquired from P available channels are concatenated and a 3D 


frame (X,) is formatted where X» € R?*”*”. As the 3D frame (X;) maps the spatial and tem- 
poral information of the reconstructed signals at different levels in a three-dimensional space, 
it encapsulates the discriminative information of the EEG signal for the purpose of emotion 


recognition. The workflow of the formation of 3D frame is illustrated in Figure 4.3. 


Architecture of the Proposed Neural Network 


Re Wier) 


In order to classify emotion, the constructed 3D frame, X; (X;- € is applied to a 


2D deep neural network. The network used in the study comprises one input layer, one output 
layer and 16 hidden layers. The CNN described in Table 4.1 is trained to take the input shape 
of (W, L). In all 2D convolutions, the stride is kept 2 and the activation function is Relu. In 
the base model of the CNN, the dropout rate is 0.2. On the other hand, the dropout rate is set 
to 0.4 in the dense classifier. The activation functions employed in the classification heads are 
Relu and tanh. For the final dense layer, the hidden units are set to 2 for binary classification 


and Softmaz activation function is employed. 


4.1.3 Results and Analysis 
Experimental Setup 


In order to validate the effectiveness of the proposed scheme, extensive and detailed experi- 
mentation is carried out on a publicly available emotion dataset (DEAP). From the recorded 
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Table 4.1: Details of the proposed 2D CNN model for 5-level DWT decomposition scheme 


Layer Type Layer Parameters | Output Shape 
Conv2D f=16, k=5, s=2 (16, 128, 16) 
BatchNormalization 7 (16, 128, 16) 
MaxPooling2D pool size = 2 (8, 64, 16) 
Dropout rate =().2 (8, 64, 16) 
Conv2D Jaa; kT, S=2 (4, 32, 32) 
BatchNormalization - (4, 32, 32) 
MaxPooling2D pool size = 2 (2, 16, 32) 
Dropout rate =0.2 (2, 16, 32) 
Conv2D f=64, k=9, s=2 (1, 8, 64) 
BatchNormalization - (1, 8, 64) 
Dropout rate=0.2 (1, 8, 64) 
Flatten - (512,) 
Dense units = 256 (256,) 
Dropout rate=0.4 (256,) 
Dense units = 32 (32,) 
Dropout rate=0.4 (32,) 
Dense units = 2 (2,) 
Total no. of parameters dod, 154 


63 seconds data of the raw signal (X,.), 3 seconds data are discarded as baseline (X,). The re- 
maining 60 seconds data is regarded as the trial signal (X;). The trial signal is divided into 2 
seconds window frame with no overlap. Following the process of 3D frame formation, the final 
dimension is (1200, 32, 256, 5). The proposed scheme is designed to categorize the emotion 
into binary class. 

Depending on the participants’ rating of DEAP dataset, high class (valence/arousal) is defined 
for rating > 5 and low is defined otherwise. The training and validation is performed in the 


Google Colaboratory platform. 


Model Training, Validation and Testing 


The proposed work aims to be subject dependent and the network is trained and tested on 32 


subjects individually. Firstly, the data is randomly split into 80% training data and 20% testing 
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data. For validation purpose, a 10-fold cross-validation scheme is adopted. The network is run 
for 200 epochs. The learning rate is 0.001 and batch size is set to 128. The loss function is 


categorical cross-entropy and metrics are accuracy. 


Performance Evaluation 


The proposed approach utilizing DWT co-efficients is evaluated with two performance metrics: 
Accuracy and F-1 score. The results for binary classification is recorded in Table 4.2. For 
both valence and arousal dimension, the average accuracy and F-1 scores are found consistently 
very high for each subject. In addition, the standard deviation is found lower which denotes 
consistent performance among different subjects. The result demonstrates the efficacy of the 
proposed scheme with a 2D deep neural network. 


4.2 Continuous Wavelet Transform 


In this section, an efficient feature representation of multi-channel EEG data in the continu- 
ous wavelet transform (CWT) domain is proposed and the extracted features are employed in a 
deep learning model for automatic emotion recognition. Instead of using the raw EEG signal, 
its CWT coefficients that preserve relevant time-frequency domain information in each scale 
are considered in the feature extraction process. For a given channel of EEG data, each CWT 
coefficient from different scales is mapped into a corresponding strength-to-entropy component 
ratio plane to obtain a 2D feature representation. Finally, by concatenating these representations 
from different channels, proposed 2D feature matrix is generated, namely CEF2D, which is fed 
into a deep convolutional neural network architecture. In order to reduce the computational 
complexity, effective channel and CWT scale selection schemes are proposed based on the 
energy-to-entropy ratio in the CWT domain. Extensive experimentation is carried out on a pub- 
licly available EEG emotion (DEAP) dataset and very satisfactory classification performance 1s 


obtained for valence and arousal types of emotions both in 3-class and 2-class scenarios. 


4.2.1 Proposed Method 


The major steps involved in the proposed method are illustrated in Figure 4.5, which are data 
pre-processing, proposed CWT based feature extraction scheme and 2D CNN based classifica- 
tion. Firstly, after taking the baseline excluded raw EEG signal, a band-limited signal containing 
the alpha (a) band frequency is extracted and the filtered signal is then windowed to increase 
the total number of EEG trials. Next, CWT is performed on each EEG trial and the proposed 
entropy-based feature is calculated from the extracted CWT coefficients for each scale. Finally, 
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a 2D feature matrix (CWT domain entropy-based feature, CEF2D) is formed and employed as 
the input to a CNN model to categorize different classes of emotions. In order to reduce the 
computational complexity, an analysis is performed considering the energy and entropy in the 
CWT domain and an efficient channel and scale selection scheme is designed. In the classifi- 
cation stage, both valence and arousal dimensions are classified into 3 classes (positive, neutral 
and negative) as well as binary classes (high and low). In what follows, steps involved in the 


proposed method are presented in detail. 


15 Scale 
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Figure 4.5: Major steps involved in the proposed method 


Pre-processing and Windowing 


Pre-processing stage of the proposed method includes exclusion of baseline signal and applica- 
tion of a bandpass filter to select a specific band. Let X, = [X,, X;] € R”*” be the recorded 
EEG signals with /’ Hz sampling frequency, where X; indicates the baseline signal, P is the 
total number of EEG channels and H is the length of the EEG data. In addition, X, €¢ R”’*” 
denotes baseline excluded raw EEG signal to be used, where L denotes its length. In an EEG 
signal, main frequency bands are delta (0.5 — 3.5 Hz), theta (3.5 — 7.5 Hz), alpha (7.5 — 13 
Hz), beta (13 — 30 Hz) and gamma (30 — 50 Hz). According to some studies, 6 and 6 waves are 
mostly associated with deep sleep, relaxation and they are less relevant to the cognitive tasks 
of the human brain [36]. On the other hand, a, @ and y waves are dominant in the cases of 
information processing, conscious thoughts, learning and emotional tasks. As § and y waves 
contain high-frequency bands, they are involved in the processing of multi-dimensional com- 
plex tasks [37]. Hence, the a wave is expected to capture different emotional states better than 
G8 and y waves. As a result, in the proposed method, only the a band signal is extracted from the 
raw EEG signal employing a 4“” order bandpass Butterworth filter. In order to increase the total 
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number of trials to perform the task of emotion recognition, the given baseline excluded EEG 
signal (X,) is divided into several small frames using a proper window and overlap. The trial 
signal X,, = [X4,",X2,7,...,XP"]? is obtained from X;, where Xi,(i = 1,2,...,P) @ RY” 
represents the trial signal at the 7-th EEG channel, W denotes the window length and X,, is 
assigned the same emotion label as X;. For a AW amount of shift, the total number of trials 
obtained from a given X, will be 1 + (L — W)/AW. 


Proposed Feature Extraction Scheme 


In view of incorporating both time and frequency domain information, on each channel of EEG 
data, CWT-based feature extraction is performed. CWT of the i-th channel EEG signal x(t) can 
be expressed as [46] 


WT y{x}(aj, bi) = (2, Yaj..) = vi w(t) + Wa;.b,(t) dt, (4.5) 


where the CWT’s basis functions w,,5,(t) are scaled at a scale (a; > 0) {j = 1,2,3,..., Q}, 
shifted by a translational value (b, € R) {1 = 1,2,3,...,W} and Q refers to the total number 


of scales. The basis functions can be expressed as 


1 t—b; 
ua) ===" : 4.6 
vaalt) = Tet ( =") (46) 
Here w(t) denotes the mother wavelet. The CWT of a discrete time finite duration signal 
with uniform sampling can be considered as the convolution between that signal and the scaled 
and normalized wavelet [47]. In the proposed method, Morlet mother wavelet is used, which 
provides a good balance between time and frequency localization and defined as 


wo(t) = a /4 . elm. gure. (4.7) 


In the case of EEG signals, the signal strength varies in different portions of the brain depending 
on the triggered neurons associated with the neural signalling. The numbers and the pattern of 
neuron firing provide vital information to classify different types of emotions [48]. Since our 
objective is to analyze the time and frequency information of the recorded EEG signal, the 
strength of the wavelet coefficients can effectively serve the purpose, which can be defined as 


Ea,» = |WTy{x}(a;, bi) |’, (4.8) 


and the energy of a particular scale of CWT coefficients can be calculated as 


WwW 
Ey = 5 Bate (4.9) 
I=1 
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It is well known that different scales of CWT encapsulate the information of different frequen- 
cies [46]. For EEG signal, different frequency bands have their own significance and hence it 
is expected that the energy of a particular scale of CWT coefficients (E,,) contains necessary 
information of a particular frequency band. Another essential factor to be considered is the 
variation of information within a CWT scale of EEG signal, which can be evaluated with the 
help of entropy. Considering the inherent fluctuating nature of EEG signal due to the variations 
of emotions, the entropy measure corresponding to the strength of the CWT coefficients of a 


particular scale can be obtained as 


Ww Ww 1 
a ea = 1s Py, * log ae (4.10) 
l=1 l=1 ‘Jo 


Here (P,,,5,) of each CWT coefficient (b);1 = 1,2,3,...,W) corresponding to a scale (aj; 7 = 
1,2,3,...,Q) refers to the relative contribution of each coefficient and can be computed as 
E,;,b,/(Ea;)- In (4.10), the entropy is expressed as a sum of entropy components, and these 
entropy components for a particular scale (H,, ,,) capture the randomness associated with each 
time point. The strength of the EEG signal provides an information about the number of neuron 
firing, whereas the entropy of the EEG signal contains the information of the random pattern 
of neurons triggered [49]. Hence, the combination of relative strength and randomness of the 
strength of CWT coefficients can provide a representative feature characteristics. 

In the proposed study, we consider the strength-to-entropy component (SEC) ratio of CWT coef- 
ficients as an informative feature for EEG signals to classify different types of emotions. In this 
method, CWT coefficients for the pre-processed EEG signal of i*” channel (X‘,) for a given trial 


; : : : i 
(X,,) is extracted and the coefficient matrix X,, is formed where X,, = Donan x, ines xe eé 


R°*’ | Here, Xj, : CWT coefficients of j’” scale (j = 1,2,3,...,@Q) and i channel (i = 
1,2,3,...,P). Following the process, extracted X,, is mapped into a 2D feature representa- 
tion X;, € R°*™ by transforming each CWT coefficient a into the SEC ratio defined as, 
T 1a = After concatenating each X;, from all the channels, the proposed CEF2D 
feature matrix X; € R“*™ is obtained, where F = P x Q. The SEC ratio of each CWT 
coefficient (a;) at each scale (b;) for i*” channel can be calculated as 

Ea,,b 


ee 4.11 
i (4.11) 


fl 


SECRa,3; = T{x,} = 
The formation of 2D feature matrix is illustrated in Figure 4.6. 


Architecture of the Proposed Neural Network 


For the purpose of emotion classification, the proposed 2D feature matrix (X; € R’*") is 
applied to a 2D CNN model. The CNN used here contains one input layer, one output layer and 
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Pre-processed EEG Data (PW), Xw CWT Coefficients (P,Q,W), Xg 2D Feature Matrix (FW), X¢ 


Figure 4.6: Formation of proposed 2D feature matrix 


17 hidden layers. The output shape of each layer and total number of parameters are shown in 
Table 4.3. The 2D CNN is trained to take the input shape of (f',W,1). In the 2D convolutions, 
stride is kept 2 with similar padding. For the dropout layers, the dropout rate is set to 0.2. 
In the dense classifier, tanh and Relu activation functions are employed. For the final dense 
layer, softmax activation is used. For 3-class and 2-class classification, the hidden neurons are 


set to 3 and 2 respectively. The algorithm of the proposed method is summarized in Algorithm 1. 


Algorithm 1 The pseudo-code of the proposed method 

Input: Raw EEG data of a subject, ground truth label y; 

data (X,) € R?*”; //baseline excluded EEG signal 

n < Total number of audioX&visual stimulus for a subject: 
C < |c1, c2,¢3,...,¢p]; //channels 

window size < W; 

CEF2D (X;) € R**"; 

//8a: 8» = (range of scales) 

j<ltonit1toP X; — Butterworth Filter(X;,a band); 
start + 0; 

start +W < LX, — Xj'(start : start +W); //k used to indicate k—th number of trial 
XG CWT (Xi, 8a : 8, “Morlet”); 

Xp, — Tiegh 

start — start + skip; 

Xp, <— Append{X§ }; 

Apply 2D CNN on CEF2D feature matrix (X;,) 
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4.2.2 Results and Discussion 
Experimental Setup 


In this section, performance analysis of the proposed scheme is presented. From the 63 sec- 
onds of recorded EEG data from each channel (X,.), data from the first three seconds (X;) are 
discarded as the baseline, and the remaining one minute long EEG data (X;) is divided into 
2 second long frames with 1.75 second overlap. The proposed method is designed to classify 
emotions for valence and arousal dimensions. Like most studies, in the proposed work, valence 
and arousal labels are first categorized into binary and three classes. Depending on partici- 
pants’ ratings, low and high valence (or arousal) labels are assigned when the rating< 4 and 
rating > 6, respectively, and otherwise, it is medium valence/arousal. For binary class, rat- 
ing < 5 corresponds to low class and otherwise high class. The training and validation of the 


proposed method are performed in the Google Colaboratory Platform. 


Model Training, Validation and Testing 


In the proposed study, the network is trained and tested on 32 subjects individually. Firstly, 
the data are randomly split into 80% training and 20% testing. For the validation purposes, a 
10-fold cross-validation scheme is employed. In the training stage of each fold, the network is 
run for 300 epochs. The learning rate is set to 0.001 with Adam optimizer and batch size is set 


to 128. The loss function is categorical cross-entropy and metrics are accuracies. 


Performance Evaluation 


The performance of the proposed scheme is evaluated with following performance metrics 


TP+ TN 


A = 4.12 
curacy ~ TP + FP + TN +EN ele) 
TP 
Precision = ————— 4.1 
recision = 5 reo (4.13) 
TP 
Recall = ——__ (4.14) 
TP + FN 


Precision.Recall 
F-1 = 2. 4.15 
me Precision + Recall ( ) 


where TP = True Positive, FP = False Positive, TN = True Negative, FN = False Negative. The 


results for 3-class classification are recorded in Table 4.4. The average accuracy and F-1 scores 
for both valence and arousal dimensions are found consistently very high for each subject (with 


an average greater than 98%). In the case of binary classification, the results are shown in 
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Figure 4.7: Classification performance (accuracy) for different frequency bands for valence and 
arousal cases 


Table 4.5. The average accuracy and F-1 scores for valence and arousal in binary cases are also 
found consistently very high for each subject. Moreover, the overall performance is found better 
in binary case than that is obtained for 3-class case. For both binary and 3-class performance, 
the standard deviation is considerably lower which indicates consistent performance among 
different subjects. The result demonstrates the efficacy of the proposed CWT-based 2D feature 
matrix used in the 2D-CNN network. 


Effect of Different Band Frequencies 


One important aspect of the proposed feature extraction scheme is to consider only one spectral 
band (a) out of the conventional five bands. In this subsection, the effect of selecting other 
bands or taking all the bands together is explored. The proposed scheme is verified for different 
band frequencies of the EEG signal and the classification performance (accuracy) is shown in 
Figure 4.7. It is observed that the a band exhibits the highest accuracy in comparison to other 
cases. y and {3 bands also perform well in the proposed study, but the performances of 6 and 
@ bands are found considerably lower. According to different accepted studies, a, 3, and y 
bands are dominant at awaken states and 0 band is closely related to sleep stages and 6 band 
is associated with intuition and relaxation as explained before [36,50]. The results obtained 
by the proposed scheme support the above findings. The performance of the proposed scheme 
is also observed on the raw EEG signal containing all the frequency bands. As expected, the 
performance is found very satisfactory when no frequency selection is performed (i.e. all bands 


are present). 
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4.3 Discrete Wavelet Transform (DWT)+ Continuous Wavelet 
Transform (CWT) 


In this section, a thorough analysis is carried out taking the advantages of both discrete wavelet 
transform (DWT) and continuous wavelet transform (CWT). The proposed 3D frame effectively 
captures time-frequency domain behaviour that provides an efficient feature in the context of 


emotion recognition. 


4.3.1 Proposed Method 


In this section, an efficient feature extraction scheme of emotion recognition is proposed com- 
bining discrete wavelet transform (DWT) and continuous wavelet transform (CWT). As both 
DWT and CWT preserve time-frequency content of the raw EEG signal, this proposed approach 
is effective in classifying different emotional states. The raw EEG signal for each channel is 
first decomposed into multi-level discrete wavelet coefficients using DWT and third-level de- 
tail coefficients are selected for subsequent operation. Later the decomposed signal is divided 
into multiple overlapping frames. For each frame, an efficient feature representation namely 
strength-to-entropy component ratio (SECR) is obtained. CWT co-efficients of the decomposed 
signal effectively captures the information in time-frequency domain which contributes to the 
emotion classification process. Finally, by concatenating the feature from all selected channels, 
a feature matrix is generated which is fed to a deep neural network. In this work, extensive 


experimentation is carried out on DEAP dataset. 


Pre-processing 


In the pre-processing stage of the proposed method, the baseline (X,) of the raw EEG signal is 
excluded. The acquired EEG signal from each channel (X,.) contains the baseline and trial data 
where (X, = [X;, X,] € R?*”) and L denotes the length of the raw data. Since baseline data 


does not contain the actual stimuli involved in different emotional states, removing it from the 


signal can improve the emotion recognition performance. The trial data (X,) can be obtained 
as follows: 
X, = X, — Xp (4.16) 


where X; € R?*+ and X, € R?*”. 
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Figure 4.8: Workflow in the proposed method 
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Wavelet Decomposition and Windowing 


Wavelet transform offers simultaneous localization in time and frequency domain which enables 


to uncover the fine details of the signal. DWT coefficients of signal (x(t)) can be expressed as: 


Vik = [oo Wy e(t) dt (4.17) 
—k-23 
bja(t) = za HC ry =) (4.18) 


In (4.18), yj, denotes the wavelet coefficients that can be viewed as convolution between x(t) 
and dilated, reflected and normalized version of mother wavelets and 7(t) in (4.18) denotes the 
mother wavelet. The child wavelets at different translation and scales (7),;,(t)) can be obtained 
with the appropriate choice of scaling and shifting parameters. 

Discrete wavelet transform offers the advantage of multi-resolution analysis (MRA) through the 
multi-stage implementation of the filter banks. 

Following the decomposition of EEG signal into L-level DWT coefficients, a set of wavelet vec- 
ape ee Le reny F | 
and X,, € R'*”'. The wavelet vectors preserve the time-frequency resolution of the EEG data 


tors X% is formed for a particular channel i where X ={Xj,, Xj, . 


which provide inherent characteristics of the signal and is effective in capturing different emo- 
tional states. 
Each level wavelet vector is then windowed with a frame length of W and a set of window seg- 


ments (Xi, ) are formed for the k” segment of the i” channel where X/,, = (Aa x, eens oe } 
Rix Ww 


where X,,,_ is a window segment for the L*” level and Xu, € 


Proposed Feature Extraction Scheme 


In this part, continuous wavelet transform (CWT) based feature extraction scheme is proposed. 
In the case of EEG signal, signal strength varies in different portion of the brain that depends on 
the neural firing. In this regard, the strength of the wavelet co-efficients can reflect the effective 


time-frequency domain information that can be expressed as 
Ea; = |WTy{x}(a;, bi)’, (4.19) 


and the energy associated with a particular frequency band can be calculated as 
Ww 
B= > Bap: (4.20) 
I=1 


Since, different scales of CWT encapsulate the information of different frequencies, energy 
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of a particular scale of CWT coefficients (£,,) contain necessary information associated with 
that scale. Considering the inherent random variation of EEG signal due to different types of 


emotions, the entropy corresponding to the strength component can be calculated as 


Ww Ww 1 
Ha, = S- Haj») = > Py, * log a (4.21) 
(=1 f=1 


jxbt 


In (4.21), the entropy component (H,,,) of a particular scale captures the randomness associated 
with each time point and (P,,,) of each CWT coefficient (b;;! = 1,2,---W) corresponding 
to a scale (a,;j = 1,2,3,---,@) and entropy of a particular scale H,, can be expressed as the 
sum of entropy components. 

In this regard, the combination of strength-to-entropy component ratio (SECR) can provide a 
better representative feature characteristics of EEG signal. 

In the proposed method, the strength-to-entropy component ratio (SECR) of the extracted CWT 
coefficients are considered as they provide an informative feature in the context of emotion 
recognition. The CWT coefficients are extracted from the set of decomposed wavelet coeffi- 
cients (X‘, ) of the i” channel and the coefficient matrix X‘, is formed where X4, = [Kj,", X3.7,- 
-- X27)" € R°XW. Here, XJ, : CWT coefficients of j” scale (j = 1,2,3,...,@Q) and i” 
channel (i = 1,2,3,...,P). Following the process, extracted X,, is mapped into a 2D fea- 


ture representation X,,, € R°*™ by transforming each CWT coefficient ce into the SEC ratio 


defined as, T’ {ef = mt. After concatenating each X,,, from all the channels, the pro- 
posed CEF2D feature nates xX. € R**™ is obtained for a particular level DWT co-efficients 
(X,,)(d = 1,2----L);, where F = P x Q. 

After combining the DWT coefficients of all levels (1,2----Z), a 3D frame X, is obtained, 


where X, € R?*Wx4 


4.3.2 Architecture of the Proposed Neural Network 


The proposed 3D frame (X_) is applied to a 2D CNN model for the purpose of emotion clas- 
sification. The architecture follows the same as that of Table 4.3. The 2D deep neural network 
is trained to take the input shape of (F’, W, L). The proposed network is trained to perform the 
binary classification task. 


4.3.3 Results and Analysis 
Experimental Setup 


In this stage of experimentaion, first 3 second data is discarded as baseline (X,) from the 
recorded 63 seconds of raw EEG data (X,.). The remaining 60s data is divided into multiple 
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sub-frames with a window length of 2 second and 1.75 second overlap. In this study, third level 
detail coefficients are utilized for the experimentation purpose. Following the feature extrac- 
tion process from all window segments, the final dimension of the data is (9320, 200, 256, 1). 
The proposed approach is designed to classify the valence and arousal dimensions into binary 
classes. 

The high labels (high valence/arousal) are assigned when the rating is > 5 and low class is 
defined otherwise. 

All experimentations are performed in Google Colaboratory Platform. 


Model Training, Validation and Testing 


The proposed method is designed for the subject-dependent study. At first, the data is divided 
into 80% training and 20% testing data. In the training stage is run for 200 epochs. During 
validation, 10-fold cross-validation scheme is employed. The learning rate is set to 0.001 with 


Adam optimizer. The loss function is categorical cross-entropy and metrics are accuracy. 


4.3.4 Performance Evaluation 


The performance of the proposed scheme is evaluated with accuracy and Fl-score. The results 
for binary classification are recorded in Table 4.6. The average accuracy and Fl-score for both 
valence and arousal dimensions are found high for each subject. The lower standard deviation 


indicates the consistent performance and low variability among different subjects. 


4.3.5 Conclusion 


In conventional time and frequency domain analysis, the significant time-frequency localiza- 
tion property of the EEG signal are ignored. The extracted temporal and spectral features do 
not truly reflect the inherent characteristics of the EEG signal which is crucial to map the neural 
activities for the purpose of emotion classification. The discrete wavelet transform discussed 
in section 4.1 maps the coefficients from time domain to wavelet domain which captures the 
salient characteristics of the EEG data in the proposed 3D frame. As the frame effectively pre- 
serves the spatial and time-frequency characteristics the proposed scheme offers a consistent 
performance. 

In section 4.2, an entropy-based efficient 2D feature representation of EEG signal in CWT do- 
main is proposed for emotion recognition using a CNN model. In the proposed method, CWT 
coefficients of the multi-channel EEG data are mapped into a strength-to-entropy-component 
(SEC) ratio and CEF2D feature matrix is obtained, which effectively optimizes emotion recog- 


nition performance. As CWT coefficients contain information in the time-frequency domain, 
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the mapped 2D feature is efficacious in capturing detailed information of the EEG data. Here the 
choice of a band compared to other frequency bands exhibits better emotion recognition per- 
formance. Instead of using all EEG channels and CWT scales, an efficient approach of channel 
and scale selection is introduced, for which the energy-to-entropy ratio in the CWT domain is 
considered. It is observed that forming a 2D feature matrix with a reduced number of scales and 
channels can capture discriminative features for different emotional states and provide better 
classification performances. An optimal selection of 10 channels and 20 scales has decreased 
the dimension of the feature matrix by 10.24 times and hence reduced the computational burden. 
Utilizing fewer channels also lessens the discomfort of wearable EEG devices. From extensive 
experimentation in a subject-dependent study, a very consistent performance is obtained both 
in 3-class and binary class tasks of valence and arousal dimensions for all subjects, and the 


proposed method outperforms other state-of-the-art approaches. 
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Table 4.2: Performance of the proposed DWT-based decomposition method in binary class 


Subject Valence Arousal 
Accuracy(%) | F-1 score(%) | Accuracy(%) | F-1 score(%) 
01 96.83 96.83 99.24 99.25 
02 95.67 95.11 96.17 95.98 
03 98.83 98.82 98.75 98.96 
04 90.25 89.93 93.50 93.28 
05 97.83 97.76 97.66 97.66 
06 97.17 96.10 91.75 91.47 
07 97.5 97.10 96.75 96.52 
08 95.25 95.19 97.58 97.51 
09 95.5 95.46 96.5 96.15 
10 98.58 98.58 98.5 98.5 
11 88.92 88.2 89.5 89.00 
12 95.83 95.82 98.17 98.42 
13 92.17 91.95 95.75 92.60 
14 92.58 92.57 95.25 94.6 
15 98.08 98.08 98.42 98.41 
16 97.83 97.74 98.33 98.33 
17 97.17 97.13 97.08 96.89 
18 98.75 98.61 97.75 97.64 
19 99.00 98.99 97.50 97.12 
20 98.33 98.31 98.08 96.75 
21 96.25 96.24 99.42 98.99 
pip 98.42 98.42 98.00 97.70 
23 97.00 96.49 98.75 98.53 
24 99.25 99.25 98.42 97.32 
25 95.17 95.17 94.83 92.97 
26 94.25 93.78 92.17 91.97 
27 98.5 97.69 98.33 98.01 
28 93.42 92.96 94 93.99 
29 98.42 98.36 97.92 97.45 
30 97.99 97.75 97.92 97.92 
31 97.00 96.81 95.67 95.67 
32 96.25 96.25 96.83 96.28 
Average | 96.3742.57 | 96.1742.66 | 96.6742.38 | 96.3112.54 
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Table 4.3: Details of the proposed 2D CNN model 
Layer Type Layer Parameters | Output Shape 
Conv2D f=16, k=5, s=2 (100, 128, 16) 
BatchNormalization - (100, 128, 16) 
MaxPooling2D pool size = 2 (50, 64, 16) 
Dropout rate = 0.2 (50, 64, 16) 
Conv2D f=32, k=7, s=2 (25, 32, 32) 
BatchNormalization - (25.32.32) 
MaxPooling2D pool size = 2 (12, 16, 32) 
Dropout rate =0.2 (12, 16, 32) 
Conv2D f=64, k=9, s=2 (6, 8, 64) 
BatchNormalization - (6, 8, 64) 
MaxPooling2D pool size= 2 (3, 4, 64) 
Dropout rate=0.2 (3, 4, 64) 
Flatten - (768,) 
Dense units = 256 (256,) 
Dropout rate=0.4 (256,) 
Dense units = 32 (32,) 
Dropout rate=0.4 (32,) 
Dense units = 3 (3,) 
Total no. of parameters 397,123 
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Table 4.4: Performance of the proposed method in 3-class task 
Subject Valence Arousal 
Accuracy(%) | F-1 score(%) | Accuracy(%) | F-1 score(%) 
01 99.14 98.97 99.36 99.54 
02 98.55 98.36 98.39 98.19 
03 99.03 98.97 99.09 98.83 
04 95.98 95.75 98.98 98.88 
05 99.20 99.16 98.28 98.18 
06 97.05 96.71 99.41 99.35 
07 99.36 99.24 99.25 99.18 
08 97.05 96.96 99.09 98.99 
09 99.03 99.02 O71) 97.07 
10 98.93 98.94 96.57 96.57 
11 98.50 98.46 98.40 98.17 
12 98.44 98.42 99.30 99.11 
13 98.44 98.44 99.36 99.06 
14 99.73 99.65 99.41 99.41 
15 98.55 98.51 99.30 99.24 
16 98.71 98.63 99.09 99.00 
17 97.59 97.60 97.91 97.91 
18 99.46 99.18 98.98 98.71 
19 98.87 98.86 99.41 99.42 
20 99.14 99.04 99.46 99.52 
21 98.93 98.90 99.14 98.86 
22 95.49 95.32 98.55 98.50 
23 99.30 99.24 99.25 99.15 
24 97.59 97.55 98.07 97.74 
25 96.64 96.02 99.14 98.85 
26 97.59 97.11 97.00 96.84 
27 95.60 95.66 96.51 96.54 
28 98.55 98.45 98.82 98.66 
29 98.55 98.40 98.28 97.98 
30 98.44 98.19 97.69 T7535 
31 98.98 98.85 98.93 98.91 
32 97.48 97.23 96.84 96.77 
Average | 98.25+1.13 | 98.15+1.21 | 98.68+0.87 | 98.46+0.91 
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Table 4.5: Performance of the proposed method in binary class 
Subject Valence Arousal 
Accuracy(%) | F-1 score(%) | Accuracy(%) | F-1 score(%) 
01 99.30 99.30 99.79 99.77 
02 98.93 98.92 99.20 99.16 
03 99.52 99.51 99.62 99.61 
04 98.61 98.54 97.65 97.64 
05 99.36 99.33 96.94 96.93 
06 99.41 99.22 99.30 99.29 
07 99.68 99.61 99.62 99.61 
08 97.91 97.88 98.66 98.62 
09 99.09 99.09 98.18 98.07 
10 99.57 99.57 98.07 98.06 
11 98.93 98.89 98.53 98.49 
12 98.77 98.76 98.79 98.63 
13 99.03 99.02 99.36 99.68 
14 99.57 99.57 99.14 99.04 
15 98.82 98.82 98.23 98.23 
16 99.52 99.48 99.36 99.36 
17 93.99 93.92 98.50 98.38 
18 99.73 99.71 99.25 99.17 
19 98.98 98.96 99.79 99.76 
20 99.25 99.23 99.68 99.55 
21 99.20 99.20 99.36 98.95 
22 96.51 96.51 99.41 99.38 
23 99.30 99.21 99.30 99.21 
24 97.10 97.09 99.57 99.50 
25 98.98 98.97 99.14 98.83 
26 97.75 97.46 98.74 98.74 
27 99.41 99.19 99.57 99.50 
28 99.62 99.60 98.98 98.98 
29 99.46 99.45 99.73 99.70 
30 99.25 99.15 98.55 98.54 
31 99.25 99.15 99.52 99.52 
32 98.77 98.78 98.71 98.45 
Average | 98.83-1.15 | 98.78+1.15 | 98.95+0.67 | 98.95-40.68 
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Table 4.6: Performance of the proposed method in binary class 
Subject Valence Arousal 
Accuracy(%) | F-1 score(%) | Accuracy(%) | F-1 score(%) 
01 98.98 98.99 99.24 99.25 
02 99.27 99.23 99.27 99.23 
03 99.51 99.50 99.83 99.72 
04 97.65 97.54 98.50 98.44 
05 99.42 99.39 99.55 99.55 
06 97.58 96.73 98.81 98.78 
07 98.04 98.85 97.79 97.67 
08 98.55 98.53 98.89 98.87 
09 99.31 99.31 99.41 99.37 
10 99.83 99.83 99.70 99.70 
11 96.62 96.52 98.46 98.43 
12 98.06 98.06 98.27 96.73 
13 94.84 94.76 99.52 99.02 
14 98.51 98.51 98.22 97.99 
15 99.49 99.49 99.25 99.25 
16 99.28 99.23 99.41 99.41 
17 94.27 94.23 98.39 98.27 
18 98.43 98.30 99.44 99.40 
19 99.46 99.45 99.83 99.81 
20 99.14 99.12 99.83 99.76 
21 98.09 98.09 99.34 99.59 
22 99.92 99.92 99.97 99.97 
23 98.32 98.10 98.13 97.84 
24 99.50 99.49 99.87 99.76 
25 98.11 99.11 99.30 99.05 
26 96.23 95.75 97.17 97.07 
27 98.88 98.47 99.04 98.88 
28 97.48 97.32 99.12 99.12 
29 99.38 99.37 99.60 99.55 
30 99.44 99.38 99.05 99.05 
31 98.41 98.22 99.22 99.21 
32 98.71 98.71 99.28 99.14 
Average | 98.4+1.34 98.33+1.41 | 99.08-+0.68 | 98.96+0.80 
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Chapter 5 
Channel Selection and Scale Selection 


Different regions of the brain are responsive to the elicitation of different emotions. As pro- 
cessing of multi-channel EEG data is a computationally expensive task, an efficient scheme is 
required to find significant channels and locations of the brain that are responsible for different 
types of emotion. In this chapter, a methodical approach is designed in CWT domain, where 
significant channels are singled based on the energy-to-entropy ratio (EER) feature discussed in 


chapter 4. 


5.1 Proposed Method 


Since data storage and processing from multiple channels and scales are computationally ex- 
pensive, a scale and channel selection scheme is designed in the CWT domain. In this regard, 
energy and entropy values of different scales of CWT coefficients for various channels are inves- 
tigated by using (4.9) and (4.10), respectively. For a particular channel (i;7 = 1,2,3,...,P), 
for each scale (j;7 = 1,2,3,...,Q), the energy-to-entropy ratio EER; is computed, where 
EER = 3; 
channel (7), respectively. From the EER values for all channels and scales, an EER matrix X,,,, 


is obtained where X,,,(k = 1,2,...,n) € R’*® is for k-th trial and n is the total number of 


E% and H; are the energy and the entropy of a particular scale (7) of a particular 


trials. In view of getting the overall behaviour of different subjects with respect to different 
audio-visual stimuli at different trials, considering the EEG signals in the DEAP dataset, an 
average of X,,,(k = 1,2,...,n) is computed and corresponding 3D plot is illustrated in Fig- 
ure 5.1. This figure represents an overall variation of EER values with respect to channels and 
scales in a 3D space considering all trials of the DEAP dataset. It is to be noted that the EER 
operation is performed in the CWT domain and here in the proposed method, Morlet Wavelet 
is used, which exhibits Gaussian-shaped properties [51]. From Figure 5.1, three major observa- 


tions are 
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1. The variation of EER values with respect to scales for each channel represents a Gaussian 


shape. 


2. The scale corresponding to the maximum EER value of all channels lies approximately 


at the same level. 


3. The Gaussian-shaped curve of the EER values remains concentrated within the short 


range of scales instead of expanding all over the scales. 


Based on these observations, one may select a range of scales in the neighbourhood of the mean 
scale, where the mean scale can be obtained by averaging the peak scale locations obtained 
from different channels. Depending on the spread of EER variations, if a wide range of scales is 
chosen around the mean scale, there is a possibility of getting some channels where the EER dis- 
tribution is not significant. That is why a very close neighbourhood is preferred. In Figure 5.1, 
the mean scale number is found to be in-between 19 and 20 and (as illustrated in Figure 5.1) one 
possible choice could be 20 scales ranging from 11 — 30 out of 64 scales. In order to select the 
number of channels, the maximum EER value (FE R’,,,,, =max{ BER, EER},..., EE Re oe 


among all scales for a particular channel (7) is considered. From the maximum EER value ob- 
tained for each channel (EE R' 


Mar 


), anormalized plot of maximum EER values versus channel 


numbers sorted in the descending order is obtained. In order to reduce the computational com- 
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Figure 5.1: EER variations w.r.to channels and scales 


plexity, a threshold is selected from the plot and significant channels are singled out for which 
the normalized maximum EER has a higher value than the threshold. In the designed study on 
the DEAP dataset, the normalized plot of maximum EER value for all channels (sorted in the 
descending order) is displayed in Figure 5.2. Here if a threshold of 0.5 is selected, a significant 
reduction in channel number can be obtained. Further reduction in the threshold value will al- 


low selecting more channels with lower EER values. In case of competing EER values near the 
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Figure 5.2: Normalized maximum EER variations for different channels 


Table 5.1: Sorted channels (descending order) 


Rank |Channel| Rank|Channel| Rank| Channel) Rank | Channel 
01 | F7(04) | 09 |FCS(O5)) 17 | FP1(O1)| 25 | T7(08) 
02 | FP2(17)| 10 | T8(26) | 18 | P4(29) | 26 |FC1(06) 
03 | F420) | 11 | Oz(15) |) 19 | Cz(24) | 27 | O2(32) 
04 /AF3(02)| 12 |FC6(22)) 20 | F8(21) | 28 | CP2(28) 
05 /AF4(18)| 13 |FC2(23)) 21 | C3(07) | 29 |CPI1(10) 
06 | O1(14) | 14 |CP5(09); 22 | C4(25) | 30 | P8(30) 

07 )PO431)| 15 | F219) | 23 | P7(12) | 31 | Pz(16) 

08 | F3(03) | 16 |CP6(27)| 24 |PO3(13);} 32 | P3(11) 


threshold, one may consider the spatial location of the channel on the brain. According to some 
studies, the frontal cortex plays a significant role in the elicitation of emotion [52,53]. For this 
reason, comparatively higher-ranked and channels from the frontal cortex are preferred while 
choosing the channels with approximately the same EER value at the edge of the threshold. 
Following the proposed channel selection process, the total number of channels reduces from 
P to M. In the proposed method, for the DEAP dataset, the first 10 channels are selected based 
on the channel selection criteria described above. The layout of the sorted channels and the 
corresponding channel numbers are shown in Table 5.1 according to their rank. From Table 5.1, 
it is evident that the top five ranked channels are from the frontal region of the brain. 

Finally, the proposed channel and scale selection scheme offers a channel reduction of P/M 
times as well as scale reduction of @/N times, which combinedly reduces the dimension of 
the feature matrix by (P x Q)/(M x N) times. In the case of the DEAP dataset, as per the 
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selected values described above, channel reduces by 3.2 times and scale reduces by 3.2 times 
which combinedly reduces the feature dimension by 10.24 times. Such reduction in the feature 


matrix dimension eases the computation with negligible effects in the classification. 


Effect of Scale Selection 


Based on an analysis of the EER distribution, a very close neighbourhood around the mean-scale 
number is recommended for the purpose of CWT scale selection. As discussed in Section 5.1, 
around the mean-scale in Figure 5.1, twenty scales within 11 — 30 out of 64 scales are selected 
and any contribution is rarely found in the 3D EER plot outside this range. We also analyze the 
choice of selecting more narrow range around the mean-scale, such as thirteen scales (15-27) 
and five scales (18-22). Classification performance (accuracy) for valence and arousal cases are 
shown in Figure 5.3 considering six sample subjects. It is clearly observed that the classification 
performance deteriorates with the further decrease in number of scales. For example, for the 
valence dimension, the average accuracy for ranges 18-22, 15-27 and 11-30 are 63.05%, 91.96% 
and 98.00%, respectively. For arousal dimension, the average accuracy for ranges 18-22, 15-27 
and 11-30 are 66.72%, 88.56% and 98.65% respectively. Hence, the choice of 20 scales (ranging 
from 11-30) out of 64 scales is found very satisfactory in terms of classification performance 


and computational complexity. 
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Figure 5.3: Classification performance (accuracy) for different ranges of CWT scales for differ- 
ent subjects 


Chapter 6 
Conclusion 


In this thesis, deep learning-based emotion recognition schemes are presented in three different 
domains, i.e., time, frequency and wavelet domain. Deep neural networks have been used to 
achieve high performance in many fields and such high performance has also been observed 
in EEG-based emotion recognition tasks. In this study, it is shown that instead of utilizing 
an LSTM-based deep neural network, CNN-based architecture extracts the local information 
better. Furthermore, different time-frequency domains, such as multi-band EEG signals and 
wavelet packet decomposed EEG signals, have been used since such band-limited signals in 
different domains can encapsulate neural activities better and thus a difference in terms of neu- 
ral activity for different classes of emotion can be exploited. Different features, such as power 
spectral density in the frequency domain and entropy-based feature in the wavelet domain, have 
been extracted to generate feature variation patterns. Instead of utilizing the EEG signal in time 
or frequency domain analysis, wavelet analysis has been carried out to extract efficacious local 
information which provides high classification accuracy. In addition to extracting a more gener- 
alized feature, an efficient channel and scale selection scheme is also carried out in the wavelet 
domain. As a result, computational expenses for data storage and processing from multiple 
channels and scales are reduced. Detailed analyses and various types of investigation carried 
out on the publicly available DEAP database verify that the proposed methods are capable of 
classifying different types of emotion with high accuracy. 


6.1 Contribution of this Thesis 


The major contributions of the thesis can be summarized as follows: 


¢ One of the main contributions of this work is to show the effective use of different fre- 
quency bands of EEG signals to classify different types of emotion. It is shown that 


the use of frequency information along with the time-domain information can drastically 
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improve classification accuracy. As a result, the wavelet domain can extract more local 
information for emotion recognition. Moreover, the different frequency band signals to- 
gether also show a better classification performance, indicating that the frequency-domain 
information along with the time-domain information is more efficient for the emotion 


recognition task. 


e Another significant contribution of this work is to introduce an efficient approach channel 
and scale selection technique to reduce the computational burden. For which the energy- 
to-entropy ratio in the CWT domain is considered. It is observed that forming a 2D 
feature matrix with a reduced number of scales and channels can capture discriminative 


features for different emotional states and provide better classification performances. 


¢ In this work, a frequency band information (FBI) block and an inter-channel relationship 
(ICR) block are proposed using CNN-based neural architecture for the classification task. 
It is shown that the use of these blocks is effective for emotion recognition which can 


extract informative deep features to provide better results. 


¢ In order to extract the information about the spatial location of the EEG electrodes, an ef- 
fective scheme of grouping EEG channels is proposed in this study. Moreover, a channel- 
wise attention mechanism is also introduced to distribute the significance of EEG chan- 
nels. Channel-wise attention can extract more detailed information about channels with 
the change of the weights of different channels by exploring the information of the feature 
map. It is to be noted that the use of the channel-wise attention mechanism along with 


the scheme of grouping EEG channels can drastically improve classification accuracy. 


¢ Detailed simulations have been carried out to investigate the performance of the proposed 
method for the authentication and identification using EEG signals available from the 
DEAP database. The performance of the proposed method is compared with state-of- 
the-art methods using the same database. In this study, significant analyses have been 
presented to state that the proposed method can outperform the state-of-the-art methods 


in terms of performance parameters, such as accuracy and F1 score. 


6.2 Scopes for Future Work 


However, there are still some scopes for future research, as mentioned below: 


¢ The trial-based and inter-subject EEG emotion recognition can be studied as a future work 
of this thesis. 


¢ Available database other than DEAP database can be utilized for validating efficacy of 
the proposed method. 


6.2. SCOPES FOR FUTURE WORK 


¢ Need to be applied in real-life conditions in order to implement real-time emotion recog- 


nition systems. 
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